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Abstract

Attosecond science investigates the realm of processes that happen

in fleetingly short passages of time. One attosecond to one second,

is what one second is to the age of the universe! Advances in lasers

and specifically ultra-short pulsed lasers have opened the door to

this extreme frontier of physics.

In this thesis I will describe what is required from a laser system in

order to access these time scales. The stringent requirements needed

motivated us to extensively study, model, redesign and then finally

rebuild our laser system making it capable of delivering the nec-

essary laser pulses. Characterisation of these types of laser pulses

is essential in making them usable in the pursuit of a fundamental

understanding of ultrashort physical processes. Two new character-

isation techniques have been developed to add to the suite of tools

available to the scientific community to achieve the complicated goal

of characterising femtosecond laser pulses.

To jump from the femtosecond regime to the attosecond regime,

high harmonic generation is currently the defacto method of getting

there. I will give a detailed description of our high harmonic beam-

line, which ultimately is used to perform the first water-window

radiation range spectroscopy from a high harmonic source. Intrinsic

to the radiation generated for spectroscopy is the sub-femtosecond

temporal structure of the radiation.

Temporal characterisation of attosecond pulses is traditionally done

using the attosecond streaking technique however until now, this

technique has not been used in the water-window. X-ray pulses

possessing our ultra-broad bandwidth and central photon energy
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are unprecedented, making this the first time that a streaking ex-

periment is done in this regime.
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Chapter 1

Introduction

1.1 Introduction

In 2005 I was browsing a book store and I came across a book called

“Quantum: A Guide For The Perplexed” [1]. After reading the

book, I realised my high school physics and maths were insufficient

to delve deeper into this strange world and that a university degree

was needed. As I was already five years into a burgeoning career in

information technology (IT), by then employed by a prestigious law

firm, daytime university was not an option. I enrolled at the Open

University, which is a distance learning university, and consequently

the UK’s largest university. The next four years worth of evenings

and weekends were spent diligently obtaining a Bachelors degree in

Physical Science, with an honours project based on ion trap quan-

tum computing. By the last year of studies, I was hooked on physics

and identified that despite the success I was enjoying in IT, a much

greater challenge was far more enticing - graduate studies. I applied

to universities all over the world that had experimental groups re-

searching ion or atom trapping quantum information, which lead me

1



Introduction 2

to ICFO (The Institute of Photonic Sciences) in Barcelona. In Jan-

uary of 2009, I visited the institute for an interview with Prof. Dr.

Jurgen Eschner who’s group was investigating atom/ion trapping

but on the same day was also invited for an interview with Prof Dr

Jens Biegert, group leader of the Attoscience and Ultrafast Optics

(AUO) group, researching extreme non-linear optics. I did not have

a clue about any of these three terms prior to that day, however

after a visit to the AUO laboratory and a read through some of the

founding papers of the field of research I was intrigued, to say the

least. Fortunately, Prof. Biegert offered me the opportunity to at-

tain first my Masters degree in the group and then to continue on

to the PhD.

Over the course of my PhD, one of the cornerstones of this discipline

of physics has played the dominating role in shaping my contribu-

tions, and that is pulse characterisation. I have developed the ability

to characterise pulses from wavelengths as high as 1850 nanometers

down to as low as 3.5 nanometers containing pulses as long as 90

nanoseconds and ultimately down to isolated attosecond pulses pos-

sessing the spectrum to support 20 attosecond pulse durations. Two

new characterisation techniques have been invented to accomplish

some of these measurements and the de-facto technique for the char-

acterisation of isolated attosecond pulses has for the first time been

applied to the soft x-ray regime.

Key to these achievements and this discipline of physics is the ultra-

short pulsed laser system. Despite the relatively mature technol-

ogy of titanium sapphire laser systems, the requirements needed to

investigate the attosecond regime are still barely accomplished by

commercially available laser systems. A significant proportion of

my doctoral degree has been dedicated to laser development of the

laser system to achieve these stringent requirements.



Chapter 2

Titanium Sapphire

Seeded, 1.85 µm Few

Cycle, CEP Stable, Laser

Pulses

2.1 Introduction

In the first part of this chapter, I will describe the extensive work

undertaken over the course of the first few years of my PhD, in which

a problematic commercial laser system was completely redesigned

and rebuilt to the high level of quality required to pump a wavelength

conversion stage. The second part of the chapter explains briefly this

wavelength conversion stage and subsequent pulse compression- and

stabilisation- systems.

3



Chapter 2. Ti:Sa Seeded 1.85 µm Laser Pulses 4

2.2 Titanium:Sapphire Laser Systems

The full spectroscopic and laser characterisation of titanium-doped

sapphire (Ti:Sa) in 1986 [2] paved the way for the now mature field

of femtosecond laser physics. This is due predominantly to the broad

fluorescence spectrum of Ti:Sa ranging from below 600 nm to over

1050 nm. Such a broad bandwidth i.e. having a full width half

maximum (FWHM) of ≈200 nm can in principle already support a

pulse duration of less than 4 fs. In addition to this, the absorption

cross-section is centred around 500 nm which is a favourable wave-

length for the frequency-doubled high power diode pumped solid

state (DPSS) pump lasers which have been extensively developed

and are now capable of providing up to 100 mJ of 527/532 nm at

1 kHz [3]. The cryogenic properties of sapphire which will be dis-

cussed in more detail, offer significant benefits for high average power

laser systems.

When I joined the group, we had just acquired the highest average

power, kilohertz-repetition-rate Ti:Sa laser amplifier in the world.

The system had a specification of 50 W at 5 kHz (10 mJ) and a pulse

duration of around 25 fs. A laser system of such specifications could

realistically only be thought of as “research” grade i.e. Fitting in-

between a prototype and a commercially ready system.

The Ti:Sa system is based on the concept of chirped pulse ampli-

fication (CPA) [4], common to all similar systems of this power

level. The CPA scheme prevents laser damage of optical compo-

nents caused by the amplification of high intensity laser pulses. Low

energy, femtosecond pulses generated in a mode-locked oscillator are

first stretched in time (in our case from a few tens of femtoseconds

to hundreds of picoseconds) which significantly reduces their peak
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intensity. The now low peak intensity pulses can be amplified signif-

icantly to much higher energies but with peak intensities well below

the damage threshold of the optical components. After amplifica-

tion, the pulses can then be re-compressed to provide the high energy

and high peak intensities desired.

Most simply described, our laser system comprised of a Ti:Sa oscil-

lator, a Dazzler (discussed in section 3.3) and a stretcher followed by

two subsequent amplification stages and a compressor. Within the

first few months of operation it became clear that the laser system

was suffering from some debilitating problems, manifesting primarily

in the inability to reach operating specifications without damaging

optics. Additionally, spatial diagnostics revealed significant distor-

tions which would later prove insurmountable in attempts to use the

laser system to drive a wavelength conversion stage, whose efficacy

depends on a high level of spatio-temporal beam quality. The two

main problems with the system were: 1) The poor output beam

quality and 2) the inability to sustain the high average powers with-

out damaging optical components. Another issue that complicated

use of the system was that daily start-up would require minor re-

alignment in the first stage and more significant re-alignment in the

second stage. Compounding this with more common warm up and

thermalisation times, the whole start-up and warm-up process could

take on average around an hour and a half.

Through extensive diagnostics, modelling and eventual full redesign

we were able to overcome these debilitating problems and re-engineer

our laser system to a very high level of both spatial and temporal

quality, needed to pursue our line of research.
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2.2.1 Optical Design Issues of the Original System

The first amplification stage of our laser system used the multi-

pass architecture configured to run with thirteen passes through the

Ti:Sa crystal. Due to the high fluences used to pump Ti:Sa crystals,

amplified spontaneous emission (ASE) can exist as a significant and

unwanted background. ASE is however generated in a full 4π sterad

angle in the crystal and thus does not have the same divergence

as the pulses being amplified. To limit the amount of ASE in the

multi-pass system an aperture mask can be placed in the beam path,

with apertures large enough for the pulses to pass through, but

small enough to limit the propagation of the more divergent ASE.

The size of the apertures and the placement of the mask is critical

because even subtle clipping of the amplified pulses will result in

diffraction, leading to a hole in the intensity profile of the beam

after propagation of the pulses. We experienced this exact problem

caused by the aperture mask in our system, seen in Fig. 2.1 and

initially chose to overcome this by using a spatial pinhole filter. This

filter relies upon a pinhole aperture in the Fourier plane of a lens to

filter out the high frequency components carried in the beam and

results in a much higher quality beam. The aperture size dictates

the level of filtering, however too small an aperture will result in

beam clipping and a loss of energy in the beam. Our pinhole filters

are made from diamond which albeit hard, had a life-time limited

to a few months before laser damage became apparent.

High power DPSS laser pumping of Ti:Sa crystals can be achieved

with frequency doubled neodymium-doped yttrium aluminium gar-

net (Nd:YAG) at 532 nm or neodymium-doped yttrium lithium flu-

oride (Nd:YLF) at 527 nm. There are many manufacturers of these
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Figure 2.1: Left) The 14-hole aperture mask, showing the
strong build up of ASE in the last 4 passes. Right) Beam profile

showing the hole in the beam caused by the aperture mask

pump lasers, all of which have similar characteristics including multi-

mode operation and an M2 value quoted from around 15 up to and

over 25. The quality of beams produced at these high powers is usu-

ally not that great out of focus therefore the most common practice

is to image the laser rod into the Ti:Sa crystal where you are most

likely to have the best quality beam to pump with.

When designing a high power femtosecond laser system there are

some critical parameters to take into account. The gain characteris-

tics for example depend on the size of both the seed and the pump

beams which in optimal conditions are matched in size. Gain is then

inversely proportional to the beam size however intensity is also in-

versely proportional to beam size, so a balance needs to be found

between having sufficient gain without intensities that can damage

optical components including the Ti:Sa crystal. Associated with the

intensity is the B-integral which is a measure of the non-linear phase
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shift and is defined as:

B =
2π

λ

∫
n2I(z)dz (2.1)

where n2 is the non-linear refractive index, I is the optical intensity

and λ is the wavelength. B-integral is cumulative as it propagates

through each optical element and the B-integral sum should be kept

below unity to avoid the accumulation of non-linear phase. This

phase is extremely difficult to compensate for owing to being non-

linear and highly modulated.

The second amplification stage of our laser system consisted of two

Ti:Sa crystals through which the pulses propagated in a “race-track”

type architecture. The pulses were amplified three times in each

crystal before being ejected and sent to the compressor. In the

interest of compactness (the footprint of this stage was 1.5 m ×
0.5 m), the manufacturer thus needed to use short focal length optics

to focus the 527 nm pump beams in the the Ti:Sa crystals which

resulted in very small focal spots (substantially smaller than the

required seed sizes to ensure sustainable intensities and reduction of

B-integral). To overcome the beam size mismatches the pump laser

foci were placed 3 cm to 6 cm out of the crystals which resulted in

grossly inhomogeneous spatial pump profiles being used to amplify

the seed beam. This in turn resulted in very poor spatial profile

of our amplified Ti:Sa beam. An optimal output quality could be

chosen by arbitrary misalignment of the three pump beam profiles

to try ensure the most Gaussian like spatial profile.

The laser system originally shipped with a compressor comprised of

gold-coated ruled copper gratings. Near field images of the beam
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profile showed vertical lines across the entire beam which were re-

lated to the gratings’ manufacture method (mechanically ruled).

Figure 2.2 shows a beam profile taken with our beam profiler. The

intensity distribution is very far from Gaussian, despite the misalign-

ment procedure described above. The vertical lines present in the

beam are a manifestation of the poorly ruled compressor gratings.

Figure 2.2: A beam profile of the original system output

2.2.2 Spatial Characterisation

Too often, a beam quality is defined purely by its M2 value or by

looking at a small focal spot whose size is often approaching a few

times the pixel size of the beam profiling camera. In the case that in-

tensity on focus is the only requirement and there is sufficient energy
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to not rely on a diffraction limited focus to achieve the high intensi-

ties, then these figures of merit may be sufficient. On the other hand

if the laser is to be used to pump a multi-stage non-linear frequency

converter, such as an optical parametric amplifier (OPA), the beam

quality needs to be measurably excellent to ensure an acceptable

level of efficiency in the frequency conversion process. The demands

of our research most certainly places us into this second category so

we need a more critical measure of the beam quality.

A technique employed to get a more realistic idea of beam quality

is to take a “beam caustic”. This entails focusing a more or less

collimated beam with a lens, where the choice of focal length and

the beam size ensure that over a distance of a few Rayleigh ranges,

a beam profiling camera can be used to view the profile from pre-

focus to focus to post-focus. Optimal selection of the focal length

will ensure that the beam profiler’s full size is used at the out-of-

focus extremes. A ruler bolted to the optical table provides a guide

for the camera to capture an image at regular intervals through the

caustic.

The output of the beam caustic gives you the beam profile in fo-

cus, as well as the profiles in planes before and after the focus

which give a far more realistic idea of the quality of the beam as

a function of propagation. When the laser beam’s intended use is to

pump a multi-stage OPA whose stages are pumped with collimated

telescope-downsized versions of the beam, a clean beam caustic tells

us that there are no poor quality planes which could end up in the

same amplification plane of the OPA.

By the time the laser system was working quasi-immaculately, a

beam caustic setup could be put together at a similar pace to that

of a formula one pit crew!
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Figure 2.3 shows the beam caustic of our fully amplified Ti:Sa system

measured after the compressor. Here the beam is downsized after

the compressor to a size of 12.5 mm 1/e2 diameter and then focused

with a 50 mm diameter, f = 1000 mm lens. The camera is translated

180 mm with an image taken each 10 mm. The top left profile can be

described as the “best” quality in this caustic, however the profiles

after the focus reveal just how important it is to characterise the

beam with such a technique. This characterisation also revealed that

our method of output profile optimisation through misalignment of

the pump beams may have resulted in a “good” profile in the one

plane, however unacceptably poor in other planes.

2.2.3 Thermal Lensing

In this regime of high power optical pumping of a laser medium,

thermal lensing becomes a critical factor. The refractive index of

a material is temperature dependant, characterised by its so-called

thermo-optic coefficient dn/dT , where n is the refractive index and

T is the temperature. The near Gaussian intensity profile of the

pump laser beam induces a non-uniform heating profile across the

beam, which in turn induces a non-uniform refractive index that

manifests as a thermal lens. Neglecting the stress induced change

in refractive index as well as the distortion of the curvature of the

input and output faces of the laser medium, The focal length f of

the thermal lens is then given by [5]:

f =
2KA

dN/dTPpump
(2.2)

where K is the thermal conductivity, A is the beam area and Ppump

is the optical pump power. The goal is to reduce the effect of thermal
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Figure 2.3: A beam caustic of the original system output. Im-
ages are recorded at 1 cm intervals ranging from 5 cm before the
focus to 13 cm beyond the focus. 0.25 cm Increments separate the

focal image from its neighbours
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lensing as much as possible, which means having f as large as possi-

ble. The thermal conductivity of sapphire is maximum around 29 K

(see appendix A.1) therefore cryogenic cooling of the sapphire re-

sults in reduced temperatures and temperature gradients and hence

a longer focal length thermal lens.

Thermal lensing manifests spatially as a distortion to the beam.

Compounding the problem is the different thermal conductivity of

the two crystal axes of Ti:Sa resulting in an elliptical thermal lens

as can be seen in Fig. 2.4. The amplified output beam viewed

using a beam profiler is shown at four different powers achieved by

increasing the pump laser power. (3 kHz operation showing output

energies of 10.3 mJ to 13.1 mJ). The elliptical distortion starts to

become clear around 36 W.

Figure 2.4: Thermal lensing shown for different pump laser
powers
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Our Ti:Sa system relies upon cryogenic cooling [6] of the Ti:Sa crys-

tals to minimise thermal lensing. Two Gifford-McMahon Cycle cryo-

genic coolers (Cryomech CHCS120) circulate 35 K helium in gas

phase in a closed-cyle loop offering around 120 W of cooling power

at 80 K. All vibrating components are kept out of the laboratory

in an adjacent service corridor, minimising vibrational noise to the

laser system. A copper cold-finger is connected via vacuum flex-lines

to the cryo-cooler in the service corridor. The long flex-lines sacri-

fice some cooling per unit length, however the advantage of minimal

vibration near the laser system far exceeds the disadvantage of a

slightly reduced cooling capacity

The Ti:Sa crystals are held in copper crystal mounts buffered with

a 250µm layer of indium. The indium ensures a more homogeneous

contact between the various hard and superficially incompatible sur-

faces. These mounts are then connected to the copper cold fingers

(also buffered with a 250µm layer of indium). Some improvements

were however needed to optimise the design of the original crystal

mounts. At cryogenic temperatures, the cold-finger-mounted crystal

mounts are necessarily located in vacuum chambers pumped down

to 5×10−6 mbar prior to cryogenic cooling

2.3 Ti:Sa System Redesign

2.3.1 Crystal Mount Thermal Simulations

Finite element analysis (FEA) simulations were performed first on

basic configurations of two different copper crystal mount architec-

tures to ascertain the optimal cooling conditions, with regards to

two parameters: 1) Proximity of the crystal to the cooling surface
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and 2) the volume of copper surrounding the crystal. Two geome-

tries were tested, each with the heat source placed near as well as far

from the cooling surface. The first geometry replicates the manufac-

turer’s existing design and the second simulates having significantly

more volume of copper around the heat source. These initial ba-

sic simulations were performed assuming a quasi-point heat source.

The results of the FEA simulation can be seen in Fig. 2.5.

Figure 2.5: Top left) Original mount - Heat source far from
cold finger. Top right) Original mount - Heat source near to cold
finger. Bottom left) Cylinder mount - Heat source far from finger.
Bottom right) Cylinder mount - Heat source near to cold finger.

Insets show zoomed in view of the heat source.

In all simulations, the cryo cooler is mounted on the base of the

mount henceforth known as the cold finger side. The top two simu-

lations in Fig. 2.5 represent the actual mount characterized by hav-

ing a relatively small amount of copper surrounding the point heat



Chapter 2. Ti:Sa Seeded 1.85 µm Laser Pulses 16

source. The top left result, having the heat source far from the cold

finger shows the highest temperatures with the largest temperature

gradients, corresponding to the poorest performing configuration.

The bottom two simulations in Fig. 2.5 represent a mount with

significantly more copper surrounding the point heat source. The

bottom right result, having the heating source close to the cold fin-

ger shows the smallest temperature gradients and thus corresponds

to the optimal configuration.

2.3.2 Crystal Mount Design

Based on the results of these simulations I designed a new crystal

mount using computer aided design (CAD) that kept the crystal as

close as possible to the cold surface and surrounded it with as much

copper as possible. The crystal mount is comprised of two parts

facilitating the clamping of the crystal between them. I opted to

separate the parts into two “D” shapes, ensuring that both sides

were in direct thermal contact with the cold finger. Also taken into

consideration in the design was to leave access to the crystal for in-

spection and cleaning purposes. The final CAD design can be seen

in the top left of Fig. 2.6. Shown in the top right of Fig. 2.6 is

the mount which was subsequently manufactured in our mechani-

cal workshop. In addition to the mount design, a custom vacuum

chamber was needed, to facilitate the low profile mount still being

centred in the chamber. I again used CAD to design the chamber

which was then manufactured elsewhere.

A more in-depth FEA simulation (details in appendix A.1) was per-

formed on the new design illustrating that it could provide a signifi-

cant improvement on the original (see Fig. 2.6). The concentration

of heat in the crystal also highlights the high thermal conductivity of
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cryogenic sapphire compared to the surrounding indium and copper.

Figure 2.6: Top left) CAD design of the new crystal mount. Top
right) Copper mount fabricated in our machine shop. Bottom)

Finite element analysis simulations of the new crystal mount.
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2.3.3 Cryogenic Regenerative Amplifier

With an ultimate goal of having the best beam quality possible, we

decided to redesign the first amplification stage using a regenera-

tive (regen) amplifier architecture. A hemispheric cavity design was

chosen and initially simulated in Rezonator [7]. This cavity layout

is beneficial for higher average power systems as the most sensitive

optical element of the cavity, the Pockel’s cell can be placed at one

end of the cavity where the beam is largest. The Ti:Sa crystal can

then be placed at the other end of the cavity, where gain can be

optimised with the smaller beam. An added benefit of this layout is

that the end mirror placed close to the crystal can act as an optical

fuse which damages before the Ti:Sa crystal, which when brewster

cut (as in our case) experiences a larger effective beam area than

that of the end mirror. The thermal lens generated by high power

optical pumping needs to be taken into account when designing the

regen cavity. The focal length of the thermal lens is calculated for

25 W of optical pumping (our required pump power) and shown on

the top left plot of Fig. 2.8. This thermal lens can then be intro-

duced to the cavity modelling in Rezonator by placing a “thin lens”

at the same plane as the Ti:Sa crystal, with a focal length calcu-

lated using equation (2.2) for a range of values around the typical

temperature measured on the copper mounts. The expected beam

radii in the cavity are shown on the right plot in Fig. 2.8. The

blue curve represents no thermal lensing and thus the hemispheri-

cal cavity design as expected. The yellow curve however gives more

realistically expected beam sizes based on a thermal lens present

in the Ti:Sa crystal. Indeed this was verified experimentally twice.

The first time, when the regen cavity was assembled and the limits

were being found, optical damage did occur at a point close to where

the beam is the smallest in the yellow curve. The second time this
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occured was when the cryo-cooler cooling this crystal began to fail,

resulting in poorer cooling, a higher temperature and effective drag-

ging of the smallest beam size onto an optic. The bottom left plot

of Fig. 2.8 shows the expected focal length of the thermal lens for a

range of pumping powers. This cavity will not resonate stably with

a thermal lens focal length below 1.5 m corresponding to a pump

power of ≈ 35 W. Also noteworthy is that a change of only a few

degrees can really influence the cavity architecture, for example at

44.5 K (green curve), the beam is now smallest in the Pockel’s cell

and largest in the crystal, which could destroy the Pockel’s cell crys-

tal and/or have very low gain due to the poor size matching of the

pump and the seed. This highlights the requirement to have highly

stable cryogenic systems control such as the cryo-coolers we use.

Figure 2.7: Regenerative amplifier layout. All mirrors are flat
HR800 dielectrics, unless labelled otherwise.

The cavity roundtrip length is 3.48 m corresponding to a roundtrip
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Figure 2.8: Top left) Thermal lens focal length expected from
25W of optical pumping as a function of crystal temperature.
Bottom left) Thermal lens focal length expected for pump power
from 10 W to 120 W (for a fixed temperature of 40 K). Right)
Regen cavity beam sizes for different crystal temperatures. The

dotted red line indicates the position of the Ti:Sa crystal

time of 11.6 ns. The pockel’s cell (Bergmann) can cleanly switch in

less than 8 ns which allows us to optimally open and close our regen

cavity. The optimal regen build-up is in 12 round trips, achieved

by optically pumping with 25W. The output profile is outstanding

with an energy of 2.3 mJ. Based on the Rezonator modelling, a pump

beam size of 500µm is chosen to optimise the pump and seed size

overlap.

A drawback of the high-gain regenerative amplifier is the more dra-

matic spectral gain narrowing that can occur. We use our Dazzler

to counter-act gain narrowing through careful amplitude shaping of

the seed pulse spectrum. A 85% depth hole was introduced to the

spectrum with a width of 70 nm centred at 780 nm. The amplified

spectrum could initially only support a pulse duration of >50 fs and

after the spectral shaping could support a 38 fs pulse duration.
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2.3.4 Cryogenic Multipass Booster Amplifier

Redesign of the second stage of amplification had the ultimate goal

now of maintaining the regen’s excellent beam quality. Optical table

space was not a concern, so compactness could be neglected. A

multi-pass architecture, illustrated in Fig. 2.9 consisting of only

two passes was needed to achieve the goal energy of 10 mJ. Ideally

the multi-pass architecture would re-image the beam at the crystal

plane from the preceding pass, on to the following pass, which would

be achieved through 4f imaging, however due to a combination of

long focal length optics (r = 5000mm) and seed reshaping due to the

thermal lensing, the 4f imaging system can be relaxed by shortening

the collimated propagation (to 3.2 m). Rezonator[7] was again used

to model the pass by pass beam sizes as part of the design phase.

Gain calculations suggested a suitable spot size of 500µm, which

is easily achievable with the high M2 seed and the correct choice

of focusing optics. To obtain this size of beam in focus from the

pump lasers however, a more complicated negative telescope system

was designed to first expand the beam and then gently focus it

over a long distance. The key improvement on the original system

was to use the pump laser in this fashion, having its focal plane in

the Ti:Sa crystal. In this configuration despite the low M2 values

typically achieved with pump lasers, the optimal pump beam profile

is usually found at the focus. Pumping the Ti:Sa crystal with 35 W,

we achieve the 10 mJ and maintain good beam quality.

The total B-integral for the system calculated for worst case scenario

is 2.42, which although is more than 1, is below the guideline of 3

to 5 at which non-linear effects such as self-focusing will start to

manifest. Details of the calculation can be found in appendix A.2.



Chapter 2. Ti:Sa Seeded 1.85 µm Laser Pulses 22

F
ig

u
r
e

2
.9

:
B

o
oster

am
p

lifi
er

layou
t.

T
h

e
lon

g
tu

b
es

ex
ten

d
in

g
from

th
e

vacu
u

m
ch

am
b

er
en

su
re

a
larg

er
sp

ot
size

on
th

e
b

rew
ster

w
in

d
ow

s,
n

egatin
g

p
eak

in
ten

sity
d

am
age

to
th

e
w

in
d

ow
s

an
d

m
itigatin

g
B

-in
tegral.



Chapter 2. Ti:Sa Seeded 1.85 µm Laser Pulses 23

2.3.5 Compressor Grating Upgrade

The only solution to the vertical lines in the beam, was to replace

the compressor gratings. To ensure that suitable replacements were

purchased, I first calculated the dispersion characteristics of the ex-

isting stretcher/compressor configuration using ray tracing as well as

through basic analytic formulae [8]. Optica was used to perform the

ray-tracing, shown in Fig. 2.10 along with a table showing the dis-

persion characteristics of the stretcher and compressor. In the CPA

scheme, the compressor has to reverse the dispersion introduced by

the stretcher and any other dispersive elements in the beam path.

The ratio of group velocity dispersion (GVD) to third-order disper-

sion (TOD), in the stretcher and compressor is proportional to the

grating separation. In the compressor, the separation is controlled

via a motorised actuator to enable live modification of the output

pulse compression. In addition to this, the Dazzler (discussed in

chapter 3) can be used for fine tuning of the dispersion characteris-

tics, including relevant higher order dispersion terms, such as fourth-

order dispersion (FOD) to ensure successful pulse re-compression.

Based on the calculations we opted for some holographically etched

gratings which are not mechanically ruled. Photolithographic tech-

niques are used to etch interference-fringe generated grooves on a

substrate and subsequently gold coat them. A Zerodur substrate

was selected due to its high thermal conductivity to mitigate the

effects of high average powers, such as localised warping of the grat-

ings.
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Component GVD (fs2) TOD (fs3) 4OD (fs4)

Stretcher 7.4×105 -1.4×106 3.8×106

Compressor -7.1×105 1.6×106 -5.7×106

Figure 2.10: Optica ray tracing of top) Stretcher and bot-
tom) Compressor. Tabulated dispersion characteristics are also

included

2.4 Ti:Sa System Characterisation

2.4.1 Temporal Characterisation

A home-built second harmonic generation (SHG) frequency resolved

optical gating (FROG) device (described in appendix A.4) was used

to characterise the compressed pulse duration. The FROG retrieval

algorithm yields a compressed pulse duration of 40.5 fs shown in Fig.
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2.11 close to the Fourier transform limit of 38 fs

Figure 2.11: FROG measurement of the fully amplified Ti:Sa
pulse: a) Measured bFROG trace b) Reconstructed bFROG trace
c) Retrieved temporal intensity (blue curve) and temporal phase
(red curve), d) Reconstructed spectrum and spectral phase (red

curve)

As discussed in section 2.2.1 to prevent unwanted non-linear phase

accumulation B-integral needs to be kept to a minimum, so to cal-

culate the acquired B-integral in the system a pulse duration of the

stretched pulse is needed. With a pulse duration expected in the

hundreds of picoseconds, pulse characterisation is not so trivial. The

pulse is still too short to be measured using the fastest photo diodes

and as a consequence of the stretched duration, its peak intensity
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can be below the threshold needed to induce a non-linear process

usually required for pulse characterisation. Very modest amplifica-

tion of the signal can be used to boost the pulse energy to enable

peak intensities capable of inducing the desired non-linear effect.

Extreme care is needed to ensure that the seed is not amplified too

much resulting in optical damage. A simple intensity autocorrela-

tor [9] was built for this purpose, using a thick beta barium borate

(BBO) crystal to maximise second harmonic signal. Autocorrela-

tion of the moderately amplified signal results in a pulse duration of

170 ps assuming a Gaussian temporal intensity distribution.

2.4.2 Spatial Characterisation

In stark contrast to Fig. 2.2, Fig. 2.12 shows the current beam pro-

file, which can only be described as immaculate for a multi-millijoule,

1 kHz ultrafast laser beam.

Figure 2.12: A beam profile of the current system output
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2.4.3 System Stability

Instability in the amplified pulses from amplifiers can predominantly

come from two sources. Initially if not driven in saturation the sta-

bility is inherited from the stability of the pump lasers. once driven

in saturation the stability of the amplifier can exceed that of the

pump lasers. The measured instability of our pump lasers (Pho-

tonics Industries DM50-527) is below 1% measured over 45 minutes.

Spot sizes are chosen in the booster stage to provide the required

power output while keeping the gain modest(≈ 5) and the high spa-

tial profile quality. The desired power output is achieved in only

two passes, which does not facilitate full saturation however owing

to the high stability pump lasers yields a photodiode characterised

shot to shot stability of ≈ 0.75% measured over 45 minutes.1

The stability of the system is attributable not only to the pump

lasers, but as importantly to the infrastructure supporting the full

laser system. The laboratory has been designed to keep all sources

of vibration and audible noise outside. I have also designed and built

a full enclosure system that encloses the laser system as well as the

rest of the optical table that houses the rest of the laser-dependant

components that are discussed in this thesis. One of the components

most sensitive to air currents and contamination, the compressor is

also housed in an additional enclosure within the main enclosure. A

complex air-conditioning system then ensures that a controlled flow

of temperature and humidity controlled clean air is supplied to the

laser hutch.

Beyond the measurable stability, lies the reliability and usability of

the system. The system is now as “turn-key” as a high average

145minutes was the measurement time to minimise disruption to laser use,
however continued stability at these levels is normal during day to day operation.
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power Ti:Sa system can be. Start-up procedure has been reduced to

around ten minutes with an additional twenty minutes needed for

thermalisation. On average the oscillator needs “tweeking” every

six weeks, the regen every six months and the booster stage only

needs realignment if the the regen output has been changed. As you

will read in this thesis - water window high harmonics are generated

starting from this laser source and it has become routine to have

these harmonics on the detector within one hour from a completely

off start-up. To date, the longest continual run of the system lasted

around 80 hours after which the entire system was still rufnning

perfectly - but the experiment was over!

2.5 1.85 µm Few Cycle, CEP Stable, Laser

Pulses

2.5.1 TOPAS

The HE-TOPAS OPA is a commercially available product, so I will

only give a brief description of the most important aspects of it that

make it a critical part of our water-window soft X-ray radiation

source.

The OPA is a travelling wave, white-light seeded optical paramet-

ric amplifier consisting of three amplification stages. The OPA is

pumped with the full 7 mJ compressed output of the Ti:Sa system.

A small fraction of this is used for white light generation and the

rest is split three-fold to pump each of the three OPA stages, all of

which use BBO non-linear crystals. The crystals are angle tuned to

frequency down-shift the incoming 800 nm pump to a 1400 nm signal

and an 1850 nm idler. The idler pulses have an energy of 1 mJ and

a pulse duration around 45 fs.



Chapter 2. Ti:Sa Seeded 1.85 µm Laser Pulses 29

As the white-light seed originates from the pump pulses, the idler

is self carrier envelope phase (CEP) stable [10]. The expected CEP

stability arises from the phase relationship of the three pulses in-

volved in the parametric process

φidler = −π/2 + φpump − φsignal (2.3)

The signal and the pump have the same phase and cancel each other

out, leaving the phase of the idler offset by π/2 but insensitive to

pulse-to-pulse phase fluctuations

The only significant modification to the OPA is in the third and fi-

nal stage of amplification which is originally configured in a collinear

alignment. In this configuration, dichroic optics are required to sep-

arate the signal and idler, with the idler being transmitted through

the optic. The dispersion imparted by this final optic is unaccept-

able for our application, so we reconfigure the final stage to run in

a non-collinear geometry with a very small angle between the pump

and signal/idler of 0.2 degrees, limiting the spatio-temporal distor-

tion of the pulses, while allowing spatial separation of around 1 cm

of the idler after 2.5 m of propagation

2.5.2 Hollow-core Fibre Pulse Compression

The technique is described in more detail in section 3.2.2 and has

been very successfully implemented with Ti:Sa systems at ≈ 800 nm.

It has also been applied to longer wavelength laser pulses [11, 12]

resulting in few-cycle laser pulses. We employ this technique to

compress our 1.85µm pulses. A static pressure of 1.1 bar of argon is

applied to a sealed external glass tube housing the 250µm hollow-

core fiber (HCF). The spectral broadening is shown in Fig. 2.14

where the TOPAS idler output spectrum shown in red has a Fourier
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transform limit (FTL) of 44.8 fs and the blue spectrum after spectral

broadening in the HCF has a FTL of 10.2 fs. A coupling efficiency of

around 50 % is achieved through the HCF resulting in pulse energies

around 500µJ.

Figure 2.13: Photo of the Hollow-core Fibre

Figure 2.14: Spectra showing the spectral broadening of the
hollow-core fibre

As described in [11, 12] compression of the pulses is achieved via

propagation in bulk. HCF pulse compression described in chapter

3 around 800 nm, requires chirped mirrors for compression that im-

part negative group delay dispersion (GDD). The zero dispersion

of many common glasses, such as fused silica, calcium flouride and

BK7, lies close to 1300 nm. These materials impart positive GDD

at 800 nm and negative GDD at 1850 nm. Compression can thus be
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achieved via propagation through suitable material. Historically, an

RG1000 filter was used to reject sub 1000 nm radiation and luckily

this material provided the optimal dispersion compensation.

2.6 Few Cycle 1.85 µm Pulse Characterisa-

tion

Pulse characterisation at around 2µm presents some technical diffi-

culties pertaining to detector sensitivities around these wavelengths.

Second harmonic generation based techniques can suffer from sili-

con’s poor sensitivity around 1000 nm making device calibration ex-

tremely critical.

2.6.1 Temporal Characterisation

A home-built SHG frog described in appendix A.4 is used to charac-

terise the pulses that have been spectrally broadened in the HCF and

then compressed by the bulk RG1000 filter. An ultra-thin pellicle is

used as the beam-splitter, whereafter the pulse replicas are focused

by a f = 50mm off-axis parabolic mirror into a 10µm BBO crystal.

The second harmonic signal is then refocused onto a spectrometer

(Ocean Optics HR4000). The spectrometer has a silicon based de-

tector claiming spectral sensitivity from 200-1100 nm however both

spectral and most importantly intensity (irradiance) calibration is

essential. Spectral calibration is performed using a mercury-argon

calibration source (Avantes - AvaLight-CAL). A tungsten halogen

bulb (Avantes) is used to calibrate irradiance prior to usage of the

spectrometer in the FROG.
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Figure 2.15 shows the results of the second harmonic FROG ob-

tained with optimal compression, resulting in a pulse duration of

11.2 fs.

Figure 2.15: Compressed pulse FROG a) an experimentally re-
trieved FROG spectrogram. b) The algorithmically reconstructed
spectrogram. c) The temporal profile of the pulse and d) the spec-

tral intensity

2.6.2 System Stability

A fast photo-diode sensitive to 1.85µm radiation is used to monitor

the shot to shot stability of the TOPAS output and of the HCF
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output, with stabilities of 1.5 % and 1.0 % respectively measured

over 1 hour.2

2.6.3 Carrier to Envelope Phase

The CEP describes the relationship between the electric field oscilla-

tions and the electric field envelope. Control of the CEP is essential

when generating repeatable isolated attosecond pulses discussed in

chapter 6 and the generation of repeatable few-cycle driven X-ray

spectra discussed in chapter 5

Characterisation of CEP can be implemented in two ways: in-loop

and out-of-loop. The out-of-loop method relies on a sample of the

beam being sent to a device capable of measuring the CEP such

as the stereo above threshold ionisation (ATI) [13], in which the

directionally biased photo-ionisation of a gas by a polarised laser

pulse is used to extract the CEP. More commonly however an in-

loop measurement is used. The most common implementation of

this makes use of f to 2f interferometry, in which a pulse can be

spectrally self-referenced to yield the CEP.

In our setup, the HCF generates more than an octave of bandwidth,

simplifying heavily the f to 2f spectral requirements of the technique.

The small fraction of the beam that is reflected off the RG1000 pulse

compressor, is focused into a type-1 100-µm-thick BBO crystal, fre-

quency doubling the broad bandwidth. A half-wave plate then ro-

tates the signal to allow for interference with the remnant funda-

mental. The interference spectra are recorded using a spectrometer.

A LabView program interfaces with the spectrometer, performing a

Fourier analysis of the fringe pattern and calculates the CEP jitter.

21 hour was the measurement time to minimise disruption to laser use, how-
ever continued stability at these levels is normal during day to day operation.
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It also interfaces with a digital to analogue converter connected to

a piezo-electric transducer which is placed in the delay stage of the

second OPA pump optics. With this active stabilisation we are able

to mitigate the slow CEP drift, caused by external environmental

influences.

Figure 2.16: a) Intrinsic CEP stability measured after the HCF.
b) CEP stability with slow feedback loop enabled

Using this detection and control system, we characterise our intrin-

sic CEP jitter at 316 mrad, which is measured single-shot over 6

minutes. After activation of the feedback loop, the CEP jitter is re-

duced to 89 mrad measured over an hour. These results are shown in

Fig. 2.16. Subsequent to this measurement, during a 72 hour exper-

imental data acquisition, the CEP jitter remained below 100 mrad

which is a record for this type of system.

To conclude this chapter, a schematic diagram showing the full sys-

tem is shown in Fig. 2.17.
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Figure 2.17: Schematic representation of the complete source.
Abbreviations described in the chapter, apart from: white light

generation (WLG) stage of the TOPAS.





Chapter 3

Pulse Characterisation of

Few-Cycle Pulses using

an Acousto-optic

Programmable Dispersive

Filter

3.1 Introduction to Pulse Characterisation

With the successful generation of femtosecond duration laser pulses

came the challenge of how to characterise these ultrashort dura-

tions. The fastest electronics and photodiodes are only capable of

picosecond response times making direct measurement impossible.

Very soon after the first pulsed laser operation, the first pulse mea-

surement based on autocorrelation was performed [9]. In autocor-

relation, the laser pulse and a replica are combined in a non-linear

37
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medium, with the ability to control the delay of the pulses with

respect to each other. While autocorrelation does give a pulse dura-

tion, very limited further information is available. To fully charac-

terise the pulse and retrieve both the intensity and the phase, spec-

tral data needs to be recorded too. The 1990s saw the introduction of

two measurement techniques namely FROG [14] and spectral phase

interferometry for direct electric-field reconstruction (SPIDER) of

ultrashort optical pulses [15]. The field of pulse characterisation is

already mature and the numerous evolutions of the main techniques

have already filled many PhD theses. Briefly though, in their most

basic forms: FROG is an autocorrelation in which a spectrogram is

recorded as a function of the inter-pulse delay. An iterative algo-

rithm can then be used to reconstruct this spectrogram yielding the

pulse duration derived from it’s intensity and phase. The SPIDER

techniques also uses multiple pulse replicas interfered in non-linear

media, yielding a spectral interferogram. Fourier analysis (a non-

iterative process) of the interferogram can be used to extract the

phase and the pulse duration can then be deduced.

3.1.1 Dispersion

Both of these measurement techniques are optical techniques and

thus special care is needed when designing a measurement device,

particularly with regards to interaction between an ultra short pulse

and material. To illustrate this point a basic calculation shows that

a 5 fs pulse propagating through 1 mm of fused silica is temporally

stretched to 16.6 fs, whereas a 30 fs pulse propagating through the

same amount of material is barely temporally stretched at all to

30.1 fs. The refractive index n(λ) of a material is wavelength depen-

dent (n(Ω) in frequency space). This implies that the wavelengths
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comprising the spectrum of a short pulse will travel through ma-

terials at different velocities. This is called dispersion and is often

described mathematically by a Taylor expansion of the derivative of

the propagation constant k. The first three orders of dispersion are

given below:

dk
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c
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where the propagation constant k is defined as:

k(Ω) =

√
Ω2

c2
n2(Ω) (3.4)

The control of dispersion can be considered one of the most impor-

tant aspects of ultra-fast optics. The CPA scheme for example, so

deeply enshrined in the field relies on dispersion control to stretch

and then re-compress pulses. Pushing the limit of pulse durations

down to the few-cycle regime requires an even greater control of dis-

persion, owing to the broad bandwidths required to support such

short pulses.

3.2 Few-Cycle Pulse Generation

Currently, amplified Ti:Sa laser systems produce pulses in the 14.8 fs

[16] to >40 fs range. When shorter pulses are desired either to per-

form few-cycle pulse experiments, or to seed attosecond generation

schemes, such as high harmonic generation (HHG), techniques need

to be employed to generate even shorter pulses. Ti:Sa oscillators can
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be configured to generate few-cycle pulses directly however at very

modest energy levels.

A relationship between the spectral bandwidth and the temporal

duration of a pulse exists and is most simply defined by the time-

bandwidth product:

∆ν∆t ≥ F, (3.5)

where ∆ν is the frequency bandwidth and ∆t is the pulse dura-

tion, both defined at FWHM. F is a factor that depends on how

the pulse shape is defined, for example F = 0.44 for a Gaussian

shaped pulse. The time-bandwidth can give an indication of how

close a pulse duration is with respect to the Fourier transform limit

of the pulse’s spectrum. The time bandwidth product also alludes

to the inverse proportionality between pulse duration and spectral

bandwidth. The following basic formula can be used to relate the

two properties.

∆λ =
Fλ2c
∆τc

, (3.6)

where ∆λ is the required spectral bandwidth in nm, λc is the central

wavelength and c is the speed of light.

For example to support a Gaussian shaped pulse duration of 5 fs, a

spectral bandwidth of at least 188 nm centred at 800 nm is required.

Keeping in mind that the typical spectral width of a Ti:Sa amplifier

is around 25 nm, significant spectral broadening would be needed to

reduce the pulse duration.

Various spectral broadening techniques exist, all of which rely upon

non-linear pulse propagation through a medium. At sufficient pulse

intensities, the medium’s refractive index can become intensity de-

pendant, which is known as the Kerr effect, a third order non-linear

effect. When an ultra-short pulse propagates through a non-linear

medium, the refractive index is modulated following the temporal
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evolution of the pulse. This modulation results in a shift of the

instantaneous phase ergo a frequency shift of the pulse. This pro-

cess is known as self phase modulation (SPM) and is the dominant

non-linear effect used to broaden spectra:

The intensity dependant refractive index is described by:

n(I) = n0 + n2I (3.7)

where n0 is the linear refractive index and n2 is the second order

non-linear refractive index.

I(t) = I0 exp

(
−t2

τ2

)
(3.8)

where τ is half the pulse duration. The change in refractive index

is given by:
dn(I)

dt
= n2I0

−2t

τ2
exp

(
−t2

τ2

)
(3.9)

and the instantaneous phase shift is:

φ(t) = ωot− kz = ω0 −
2π

λ0
n(I)L (3.10)

where L is the distance travelled by the pulse. The frequency shift

is

ω(t) = ω0 −
2πL

λ0

dn(I)

dt

= ω0 +
t4πLn2I0
λ0τ2

exp

(
−t2

τ2

)
(3.11)

From this equation, for t < 0, the leading edge of the pulse shifts

to lower frequencies and for t > 0 the trailing edge shifts to higher

frequencies.
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Importantly, the new frequencies generated will also suffer from dis-

persion induced by propagation through the medium, resulting in

the front of the pulse moving faster than the back of the pulse. The

spectrally broadened pulse may have the bandwidth now to sup-

port a short pulse, however the pulse is chirped i.e. its constituent

spectral components do not arrive at the same time.

3.2.1 Filamentation

The phenomenon of laser pulse filamentation [17] is a vast research

topic in itself and although having shot a few beautiful laser fila-

ments in the laboratory I have not made use of them for the pur-

pose of spectral broadening and pulse compression. Filamentation

can be thought of most simplistically as a competition between two

non-linear effects: self-focusing and plasma defocusing. If the laser

power exceeds the critical power, defined below, self-focusing can

occur.

Pcr = α
λ2

4πn0n2
, (3.12)

where α ≈ 1.9 for a Gaussian beam, λ is the central wavelength,

n0 is the linear refractive index and n2 is the non-linear refractive

index

As the intensity further increases due to self-focusing, the laser

pulses start to ionise the medium and generate a plasma, which

can in turn defocus the pulses. These two processes compete until

some balance is found in which a self guided channel of light forms,

known as a filament. The spectral broadening process described

above as well as other non-linear processes generate the broadened

spectrum, where after compression techniques are required to com-

press the broad spectrum. Extensive research is still undergoing to
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characterise and understand the complex dynamics of laser filamen-

tation, but most relevant to this thesis is few cycle pulse generation

through filamentation [18–21].

3.2.2 Hollow-Core Fibre Pulse Compression

A hollow-core fiber is a wave-guiding structure composed of a glass

tube with a hollow core. SPM can be induced by focusing an ultra-

short laser pulse with sufficient intensity into a HCF, which is filled

with a noble gas such as argon or krypton, first shown by Nisoli et.

al. [22]. As a result of SPM, spectral broadening of more than an

octave can be achieved [22–24].

Unlike solid-core fibers which rely on total internal reflection to

transmit light, HCFs rely upon grazing incidence reflections on the

internal hollow core. By satisfying a coupling condition [24], interfer-

ence due to the multiple reflections ensures that only a fundamental

mode propagates in the HCF. Assuming efficient coupling into the

HCF fundamental mode, known as the EH11 mode, the output effi-

ciency can exceed 50% [24]. Noble gases are used for their relatively

high third order non-linearities at low pressures. The non-linearity

is a function of gas pressure, making it a controllable parameter. Fi-

nally noble gases have high multi-photon ionisation intensity thresh-

olds, which is beneficial as multi-photon ionisation is not a desired

response to the intense laser field.

HCF pulse compression has resulted in sub 2-cycle pulses, using

improvements to the technique such as cascading two HCFs with

chirped mirror compression in between the two HCFs [25]. Differ-

entially filling the HCF with the noble gas has also improved the

coupling efficiency. Having a low gas density at the entrance of the
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HCF ensures that unwanted non-linear processes are avoided and

SPM occurs further down the HCF [26].

In our experiment, 700µJ pulses are split from the Ti:Sa output

and are focused into a 0.9 m HCF with a 250µm inner core. The

HCF is statically filled with 800 mbar of argon. The spectrum is

broadened to support an FTL of 7 fs as seen in Fig. 3.1 where the

filled red curve shows the Ti:Sa input spectrum and the filled blue

curve shows the broadened HCF output spectrum. Six bounces on

two pairs of Layertec ultrabroadband chirped mirrors (-40 fs2 group

delay dispersion per bounce) and two thin wedge prisms compress

the pulse.

Figure 3.1: Spectra showing the spectral broadening of the
hollow-core fibre

3.3 Acousto Optic Programmable Dispersive

Filters

The idea of using an acousto optic interaction as a filter was first

suggested in 1969 [27]. A lithium niobate crystal in combination



Chapter 3. Few-cycle pulse characterisation using an AOPDF 45

with an acoustic transducer was demonstrated as a tunable band-

pass filter. The Dazzler is an acousto-optic programmable dispersive

filter (AOPDF) consisting of a 25mm paratellurite (TeO2) crystal,

driven by a piezo-electric transducer at RF frequencies. The Dazzler

acousto-optic coupling is described in the temporal domain, by:

Eout(t) ∝ Ein(t)⊗ S(t/α) (3.13)

and in the frequency domain by:

Eout(ω) ∝ Ein(ω)S(αω) (3.14)

where Eout is the optical output signal, Ein is the optical input sig-

nal, S(t) or S(ω) is the electric signal creating the acoustic wave and

α is the ratio of the speed of sound to the speed of light multiplied by

the difference in refractive indices of the ordinary and extraordinary

waves:

α = ∆(V/c) (3.15)

In the Dazzler, the optical and acoustic signals are collinear to max-

imise interaction length. The electric field incident on the Dazzler is

polarised in the fast ordinary axis as is the acoustic wave. When a

frequency component of the electric field is in phase with a frequency

component of the acoustic wave, it is diffracted on the slow extraor-

dinary axis. The total output electric field is composed of all the

diffracted frequency components that have been phase matched at

various planes in the TeO2 crystal and thus by shaping the acoustic

wave, the spectral phase of the output electric field can be controlled.

The amplitude of the output electric field scales with the amplitude

of the acoustic wave thus offering amplitude control too.

The Dazzler is most commonly used early in the amplification chain
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Figure 3.2: A schematic representation of the Dazzler [28]

of a CPA Ti:Sa system, making use of its ability to shape the am-

plitude and phase. The compression of the pulse at the end of the

CPA system relies upon the ability of the compressor to reverse the

phase generated by the stretcher and all the optical components in

the amplification chain. A Dazzler can be used to pre-compensate

for the higher order phase terms which are inaccessible using simple

phase compensation techniques, ensuring compression down as close

to the Fourier transform limit as possible. Amplitude shaping can

be used to compensate for the effects of gain narrowing discussed in

section 2.3.3. By placing a dip in the spectrum at the peak of the

gain profile, amplification in the wings of the spectrum can be im-

proved, retaining spectral bandwidth during amplification. Verluise

et al. have used a Dazzler in this fashion to extend the amplified

spectrum from 35 nm to 75 nm, measured at FWHM [28].

The Dazzler can also be used to generate pulse replicas through

amplitude shaping. This ability of the Dazzler is the foundation

of the Phazzler pulse measurement device, described in the next

section.
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3.4 Phazzler Pulse Characterisation

The versatile Phazzler can be programmed with various filters cor-

responding to many variants of FROG and SPIDER [29], however

the work in this thesis has been performed solely with the baseband

FROG (bFROG) variant.

3.4.1 The bFROG Method

The CEP can also be arbitrarily chosen using an AOPDF. The im-

plication of this is that unlike a standard Michelson interferometer

built with mirrors, CEP can be chosen and maintained for each de-

lay step of an autocorrelation. For CEP=0 the interferometric trace

has no fast oscillations which can significantly reduce the number of

delay steps needed to sufficiently sample a FROG trace [30]. The

baseband FROG (bFROG) is an interferometric version of FROG

which makes use of the above described “trick”. The AOPDF is

programmed with a spectral filter 1 + e−i[(ω−ω0)τ+iφ], resulting in a

spectrometer signal:

IbFROG(τ, ω) ∝
∣∣∣∣∫ (E(t) + E(t− τ)eiφ

)2
e2iωote−iωtdt

∣∣∣∣2 (3.16)

where E(t) is the envelope of the electric field in the time domain,

τ is the delay between pulse replicas.

A theoretically generated pulse having a 50 nm FHWM Gaussian

spectrum and no spectral phase is used to generate the expected

bFROG results shown in Fig. 3.3
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Figure 3.3: left) Theoretical bFROG trace, right) Temporal
profile of the pulse

3.4.2 Phazzler Limitations

The Dazzler TeO2 crystal is a highly dispersive medium itself, so

before any pulse shaping can take place it has to compensate for

its own intrinsic dispersion. For a 25 mm TeO2 crystal as used in

the AOPDF, the second and third order dispersion terms are cal-

culated to be GDDo = 12425 fs2 and TODo = 8132 fs3. GDDe =

14585 fs2 and TODo = 9625 fs3 (See Appendix A.5). Once this self-

compensation is performed, the available pulse shaping window left

is not sufficient to be applied to a broad bandwidth typical from

an HCF. External pre-compensation is thus needed to increase the

available shaping window bandwidth.

The pair of grisms shown in Fig. 3.4, constructed using Thorlabs

gratings (GTI25-03) and prisms (PS908L-B), have been used for

dispersion pre-compensation into the Phazzler. Grisms have been

chosen for their ability to impart both negative second and negative

third order dispersion [31], needed to pre-compensate for the TeO2

dispersion.
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Figure 3.4: The grism pair used to pre-compensate the AOPDF
dispersion

Unfortunately it is not as simple as tuning the grisms to pre-compensate

for all of the dispersion of the AOPDF. Diffraction efficiency of the

AOPDF is proportional to the acoustic signal that is applied to it.

If the AOPDF was programmed with zero phase, diffraction would

occur at a single plane in the AOPDF crystal approaching zero per-

cent efficiency. A balance is thus found in applying enough phase

to ensure sufficient diffraction efficiency while maintaining a pulse

shaping window that can accommodate the broad bandwidth of the

few-cycle pulse being measured. The grism pair separation can then

be adjusted to pre-compensate for the necessary AOPDF phase. An

optimum grism spacing of 15 mm was found which corresponds to a

chirp of approximately -7600fs2 (equal and opposite to the dispersion

of the AOPDF).
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3.4.3 Phazzler Phase Calibration

When characterising ultra-short pulses more stringent requirements

are placed on the measurement device to ensure that no additional

phase is imparted to the pulse by the device. In the few-cycle regime

this is even more critical as even a very thin optic could still heavily

chirp the pulse to be measured. To prevent this from happening

setups can be constructed using all reflective optics, or by using

ultra thin optics such as a pellicle to generate the pulse replicas -

however extreme care is still required to ensure that the arms of the

interferometer are phase balanced.

Our characterisation device relies intrinsically on highly dispersive

elements both for pre-compensation (the grism pair) and pulse replica

and delay generation (the AOPDF), so we need a calibration tool to

quantify the phase difference between the input phase and the phase

after propagation through the AOPDF. We use Fourier transform

spectral interferometry (FTSI) [32] to infer this phase difference.

3.4.4 Experimental Setup

The extremely compact device shown in Fig. 3.5 is constructed on a

300 mm×200 mm bread board. A small fraction of the beam can be

split with a flip-mounted beam splitter (BS1) and sent via an optical

delay line through a second beam splitter (BS2) to a spectrometer.

I will return to this part shortly. The part transmitted through BS1

is double-passed through the grism pair and then diffracted by the

AOPDF. A half-wave plate rotates the diffracted beam’s polarization

where after it is focused into a type 1 BBO crystal via flip-mounted

mirror. The second harmonic signal is then refocused into the en-

trance slit of a spectrometer (the remaining fundamental is however
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first removed with a BG39 filter). When the flip-mounted mirror is

out, the diffracted beam is recombined with the BS1 reflected beam.

The beams co-propagate to the spectrometer wherein spectral inter-

ference between the two can be recorded for FTSI. BS1 and BS2

are identical beam splitters from the same batch and either arm of

the interferometer consists of one reflection and one transmission

through each beam splitter, ensuring a balanced interferometer.

Figure 3.5: Schematic of the Phazzler experimental setup. All
unlabelled optics are protected silver metal mirrors
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3.5 Results

3.5.1 FTSI Phase Calibration

The first measurement is always the FTSI phase calibration. A Lab-

View program was used to interface with the spectrometer, recording

the interference spectrum generated by the spatio-temporal overlap

of the spectrum going through the device and the spectrum circum-

venting the device. In real-time the residual phase is calculated.

Phase could then be applied manually with the sliders in the Phaz-

zler software up to the point where the FTSI calculated phase was

relatively flat as shown in the top plot of Fig. 3.6. Finally the soft-

ware was used to save this residual phase to a file which could then

be loaded into the Phazzler software to flatten the small features in

the phase, resulting in the phase difference shown in Fig. 3.6

3.5.2 Pulse Characterisation

Once phase calibration is complete, the temporal characterisation

can be performed. The bFROG phase filters are loaded into the

Phazzler software and the measurement can then be started. 165

delay steps over a spectral range from 300 to 500 nm and a temporal

range of -150 to 150 fs ensure a sufficiently sampled bFROG trace.

Typical integration times per delay step are 20 ms.

A pulse duration of 9.4 fs at FWHM is reconstructed by the FROG

algorithm, which at a central wavelength of 800 nm implies a sub-

3-cycle electric field. The results are shown in Fig. 3.7 with the

experimental trace on the top left and the reconstructed trace on

the top right showing excellent visual agreement. The bottom left

shows the temporal profile. The spectral profile is shown on the
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Figure 3.6: Top) Measured spectrum (grey shaded) and manu-
ally flattened phase (green curve). Bottom) Measured spectrum
(grey shaded) and final FTSI phase (green curve) post FTSI cal-

ibration

bottom right, with the spectral phase in blue. A satisfactory match

between the reconstructed (gray) and the measured spectrum (blue)

is shown. This is the shortest pulse characterised with a shaper

based technique to date.

3.5.3 Device Verification

As with any new pulse characterisation device, some verification of

its accuracy is needed. We perform this verification by introducing a

known amount of dispersion to the pulse before characterisation - in

this case a 2 mm BK7 optical window. The resulting pulse duration

with the BK7 window included was measured to be 23.2 fs. The full

results are shown in Fig. 3.8
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Figure 3.7: Few-cycle bFROG Results: a) Measured bFROG
trace. b) Reconstructed bFROG race. c) Retrieved temporal in-
tensity (blue curve), FWHM of 9.4 fs indicated. d) Reconstructed
spectrum (grey), measured fundamental spectrum (black), and

spectral phase (red).

The phase of the BK7 window retrieved by the bFROG is compared

to the theoretically expected phase from 2 mm of BK7 showing an

excellent match. As we have the FTSI delay line included we can

also take an independent measurement of the the phase imparted by

the window. The three phases are compared in Fig. 3.8 showing a

match between all three phase curves highlighting the reliability and

accurate phase retrieval and hence accurate pulse characterisation.
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Figure 3.8: Top) bFROG results with 2mm BK7 in beam
path. Bottom) Phase comparison, showing the measured spec-
trum (grey shaded) and theoretical BK7 phase (blue), FTSI phase

(red) and the bFROG phase (green)





Chapter 4

Three Dimensional Pulse

Characterisation of Ti:Sa

Laser Pulses - The

HAMSTER Technique

4.1 Introduction

When using the pulse characterisation techniques described in sec-

tion 3.1, the most common practice is to either select a part of the

beam to be measured with an iris, or to use the whole beam. Se-

lecting a part of the beam then assumes that the temporal profile is

the same over all parts of the beam as the measured part, which is

not necessarily true. Integrating over the whole beam averages over

the beam, resulting in a beam-averaged temporal profile.

57
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Spatio-temporal coupling (STC) can be generated by many com-

mon optical components, from simple lenses to the more compli-

cated prism and grating based stretchers and compressors used in

CPA systems. Additionally non-linear pulse propagation, such as

that described in section 3.2.1 [33] can result in very complex STC.

In this chapter, I’ll give a brief description of the various techniques

that exist to surmount this problem, whereafter I will describe the

spatio-temporal pulse characterisation technique that I developed.

4.2 Spatio-Temporal Pulse Characterisation

Techniques

The most common approach to facilitate spatio-temporal pulse char-

acterisation is to combine a temporal characterization of a point in

the beam with wavefront measurements taken with spectral resolu-

tion. Wavefronts can be recorded with various devices, such as a

Hartmann-Shack wavefront sensor (WFS) or various forms of inter-

ferometry.

The Hartmann-Shack WFS relies on an array of micro lenses to

divide a beam into a grid of sub-beamlets which focus to a CCD.

Variations in the positions of the foci, with respect to calibrated

points are used to reconstruct the wavefront of the incident beam. A

clear contrast of requirements presents itself here though due to the

fact that the focal length of a lens is wavelength dependant, whereas

a short pulse intrinsically has a non-monochromatic bandwidth. If

a Hartmann-Shack WFS is to be used, then spectral filtering needs

to be applied to select as narrow as possible bandwidths with which

to record the spectrally dependant wavefronts.
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A brief outline of the existing techniques follows. The shackled-

FROG technique [34] combines a standard FROG measurement

combined with spatial amplitude and phase obtained using a Hartmann-

Shack WFS, to infer the full electric field. The WFS is placed in the

image plane of an imaging spectrometer, allowing the characterisa-

tion of the amplitude and phase of the spatially-resolved spectrum.

The Striped FISH [35] technique relies on a holographic method of

generating spectrally resolved holograms. The holographic image

is recorded in 2D on a CMOS camera, whereafter an algorithm can

process the image to yield the complete electric field. The SEA TAD-

POLE [36] technique relies on an extremely complex optical setup

involving multiple pulse replicas being focused into single mode fi-

bres, one of which can be translated to sample different parts of

the beam. The outputs from the the fibres are then imaged onto

a CCD camera via a cylindrical lens, which enables wavelength to

be mapped to the horizontal axis of the camera, whereas the inter-

ference between the two replicas is recorded in the vertical axis of

the camera. The 2D camera image is processed by an algorithm,

yielding the complete electric field of the pulse

4.3 HAMSTER Technique

4.3.1 The Technique

The incredibly versatile AOPDF can be used both as described

in chapter 3 to temporally characterise the pulse and additionally

as a fully configurable band-pass filter. To stay true to the zoo-

logically themed acronym tradition of pulse characterisation tech-

niques I have named this device: Hartmann–Shack assisted, multi-

dimensional, shaper-based technique for electric-field reconstruction
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(HAMSTER).

The principle behind the technique is to program the AOPDF to

transmit narrow spectral slices of the pulse through to the Hartmann-

Shack WFS. The bandwidth of the spectral slices is selected to en-

sure any small spectral features are sampled. The intensity and

spatial phase of the wavefront of each spectral slice are combined to

form the three-dimensional spatio-spectral electric field:

E(x, y, ω)A(ω)eiB(ω) (4.1)

Where A(ω) and B(ω) are unknown frequency dependant phase fac-

tors

A small part of the pulse (small enough to negate any large varia-

tion in spatio-temporal coupling) is selected with an iris and char-

acterised using the AOPDF bFROG technique described in chapter

3, yielding:

E(x0, y0, ω) (4.2)

Where (x0, y0) is the point selected by the iris.

The unknown frequency dependant phase factors A(ω) and B(ω)

are derived from the phase retrieval of the FROG algorithm, and

can be used in equation (4.1) to produce the full three dimensional

electric field of the pulse.

4.3.2 Experimental Setup

The HAMSTER device consists of four primary components com-

bined to form a robust and relatively simple optical setup. The pri-

mary components are a Dazzler AOPDF, a Hartmann-Shack WFS

(Thorlabs WFS-150), a 50um BBO crystal cut for type-I conversion
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Figure 4.1: Schematic setup of the HAMSTER spatio-temporal
measurement device; the acronyms are described in the text.
Planes labelled M are conjugate to the measurement plane M1

are indicated by dashed lines.

and a spectrometer (Avantes AvaSpec-2048-USB2) sensitive to the

second harmonic spectrum. A flip-mounted mirror allows the beam

to be sent into the WFS or on to the temporal characterisation.

One of the keys to the versatility of the HAMSTER device is the use

of three 4f imaging systems. Characterising STCs such as a pulse

front tilt (PFT) prove troublesome due to the fact that the combi-

nation of angular dispersion and some propagation, the constituent

wavelengths are no longer spatially overlapped. Trying to tempo-

rally characterise a pulse in which not all its spectral components

are present will result in at best: pulses with longer Fourier trans-

form limits and hence longer pulses. The system of 4f lenses ensure

that any measurement is performed at the state of the pulse at M1

and that propagation is essentially zero through out. This is illus-

trated in Fig. 4.1 by the dotted x,y planes, all which are conjugate

with M1. Lenses L1 and L2 both have a focal length of f = 500mm
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selected to prevent non-linear pulse propagation in air i.e. filamen-

tation. Lenses L3 and L4 both have a focal length of 200mm chosen

to maintain a compact footprint. Due to the relatively low diffrac-

tion efficiency of the AOPDF, the intensity at focus is now below

that expected for non-linear effects to manifest. The final 4f system

consisting of lenses L5 and L6 which use focal lengths of f = 500mm

and f = 50mm respectively. This 10× downsizing telescope ensures

a suitable intensity in the BBO crystal. Finally lens L7 images the

generated second harmonic signal onto the entrance slit of the spec-

trometer. A filter labelled F (Schott BG39) is used to remove the

fundamental before the beam enters the spectrometer.

A retro-reflecting mirror R and iris I2 are used to enable spatial

selection of the input beam, allowing the temporal measurement at

any point of the beam.

4.4 Results

4.4.1 Ti:Sa Pulse Characterisation

The first pulse measured was the output of the Ti:Sa laser system,

which assuming a well aligned compressor is expected not to have

any significant STC. The AOPDF is programmed as a narrow band-

pass filter, diffracting 2 nm spectral slices which are sent to the WFS.

The programming needs to take into account the plane at which the

narrow bandwidth slice is diffracted in the AOPDF crystal, ensuring

that the same plane is used for each spectral slice. A sample of the

data is shown in Fig. 4.2. Unlike the pulse characterisation device

described in chapter 3 the HAMSTER contains dispersive lenses in

the beam path. The dispersion of these lenses is calculated or mea-

sured via FTSI and the AOPDF is programmed to compensate for



Chapter 4. The HAMSTER technique 63

Figure 4.2: A sample of the raw data recorded with the
Hartmann-Shack WFS, showing the spot pattern of the nine
wavelengths corresponding to the colour coded to the spectral
slices shown below. Raw images are not intensity normalised,
hence the images for 760 nm, 770 nm, 830 nm and 840 nm are

much dimmer

them. Next, iris I1 is closed to its minimum aperture (0.4 mm diame-

ter) and a bFROG measurement is taken, whereafter the data from

the two are processed to yield a spatio-temporal intensity profile

shown in Fig. 4.3. The featureless blob gives the confirmation that,

as expected, the spatio-temporal profile can be considered uniform

across the entire beam.
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Figure 4.3: Spatio-temporal intensity profile, represented as a
surface of 50% peak intensity, with projections along the spatio-

temporal coordinate axes

4.4.2 Pulse Front Tilt

Following on from this simple device test, we investigate the spatio-

temporal effects caused by one of the most common dispersive ele-

ments - the prism. An N-SF11 equilateral prism placed at the mea-

surement plane, orientated to allow an incident angle of 58.1◦±0.2◦.

The AOPDF was programmed to compensate for the dispersion im-

parted by the prism to the centre of the beam (1000 fs2) so as to

mitigate its effect on the spectral phase and pulse duration. The

measurement is then taken in the same steps as that before (see sec-

tion 4.4). The reconstructed spatiotemporal profile, represented as

a surface of half-maximum intensity, is shown in Fig. 4.4. A PFT of

6.63◦± 0.5◦ is characterised with the HAMSTER which agrees with

the theoretically calculated PFT of 6.64◦ ± 0.06◦ [37].
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Figure 4.4: Spatio-temporal intensity profiles, represented as a
surface of 50% peak intensity, with projections along the spatio-
temporal coordinate axes. Top ) Pulse from the Ti:Sa laser sys-
tem Bottom) Prism-dispersed pulse clearly illustrating the pulse

front tilt

4.4.3 Transverse Chirp

The next measurement was taken with the prism configuration re-

vealing an often overlooked consequence of a beam propagating

through a prism. Different parts of the beam travel through different

lengths of prism glass resulting in a transverse chirp variation. We

characterise this and extract the spectral phase across the beam to

retrieve a linear-fit slope of 510±20 fs2/mm in good agreement with

the theoretically expected value of 507±6 fs2/mm. This is shown in

Fig. 4.5,

4.4.4 Spatially-Chirped Spectrum and Phase Retrieval

The principle behind prism (and grating) based stretchers and com-

pressors is to first angularly disperse the component frequencies of
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Figure 4.5: Transverse Chirp Measurment

a pulse, and then control their propagation path lengths before re-

versing the angular dispersion, to spatially recombine the frequen-

cies, resulting in the desired compression or stretching of the pulse.

We show the HAMSTER can be used to quantify the amount of

GVD caused by the dispersive element. We perform this measure-

ment by translating the prism 70 mm forward of the HAMSTER’s

object plane (M1). The characterised pulse is similar to that mea-

sured with the prism at the object plane (M) however there is now

an additional quadratic spectral phase of 1350±80 fs2, which cor-

responds to a length dependant dispersion of 19.3±1 fs2/mm. The

theoretically [38] expected dispersion is 19.1±0.04 fs2/mm in good

agreement with what we measure.

The final measurement performed by the HAMSTER addresses a

concern that has not been addressed in any of the other 3D char-

acterisation techniques. A basic principal of a temporal charac-

terisation device is that all the component frequencies need to be

present in the part of the pulse being measured. An example of

when this is not the case is spatial chirp. The retro reflector can

be used to overcome this problem by selecting different points in

the beam (xn, yn) to be temporally characterised. By using either
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the spectrally resolved wavefronts constrained to a plane / a fixed

wavelength, or the temporal characterisations constrained to one

measurement point (xn, yn), an unambiguous reconstruction of the

pulse can be achieved. We introduce spatial chirp by translating the

prism 371 mm before the object plane (M1) of the HAMSTER. Now

as a consequence of propagation of the angularly dispersed pulse, the

pulse becomes spatially chirped and not all frequencies have similar

intensities at the centre of the beam. bFROG measurements are

taken transversally in the beam at the points indicated by the red

lines in the left plot of Fig. 4.6, combined with the usual WFS scan

of the whole beam.

Figure 4.6: Left) Spatially-chirped pulse beam profile, shown
as a function of a single spatial dimension (x) and wavelength. A
bFROG measurement is taken at points in the beam, correspond-
ing to the red lines. Right) The spectrum and phase of each point
(top, middle and bottom respectively), with the bFROG recon-
structed phase shown in red and the calculated phase shown in
faint red, The bFROG reconstructed spectrum is shown in blue

and the calculated spectrum is shown in faint blue.
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It is clear that all the spectrum is not present in each individual

bFROG measurement, however there is spectral overlap considering

all three measurements. The redundancy ensures an overdetermined

system which can then be processed using separate least-squares

minimizations for the intensity and phase individually. The spectral

intensity and phase reconstructed at each temporal characterization

point is compared with that obtained directly from the bFROG

measurements. The agreement between the calculated intensity and

phase profiles and the bFROG retrieved intensity and phase profiles,

shown in Fig. 4.6 b) is excellent, highlighting the ability of the

HAMSTER device to accurately retrieve the electric field of a pulse

in which not all the frequency components are present.



Chapter 5

Water-Window High

Harmonic Beamline for

Soft X-ray Spectroscopy

5.1 Introduction

In this chapter I will give a brief background to high-harmonic gen-

eration in the water window radiation range, with emphasis on the

long wavelength driven, high gas pressure regime. This will be fol-

lowed by a detailed description of our high harmonic beamline ap-

paratus, in which water-window spanning radiation is now routinely

generated. Investigation of the generation conditions are undertaken

with regards to high gas pressure targets. In combination with en-

ergy calibration of the source, initial spectroscopic measurements

are performed, culminating in the first near-edge x-ray absorption

fine-structure (NEXAFS) spectroscopy measurement on a solid-state

sample with such a source.

69
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5.2 The Water Window Radiation Range

Up until recently, laser driven, bright high harmonic radiation and

hence investigations into attosecond dynamics have been restricted

to relatively low photon energies (below 150 eV) [39–43]. The next

generation of experiments will need to access the absorption edges

of elements more relevant to biological and organic systems. A par-

ticularly interesting range of radiation is defined from the carbon K

absorption edge (284 eV) to the oxygen K absorption edge (543 eV).

Biologically, this range is extremely important as it contains the ab-

sorption edges of the typical elements that are found in proteins as

illustrated in Fig. 5.1 in which the absorption length is shown for

different elements and compounds. It is clear to see from this figure

that water is relatively transparent to this range of radiation. Ex-

perimentally, biological samples can typically be held in suspension

in water, which would thus not interfere in any significant way with

spectroscopic interrogation.

Organic semiconductors based around carbon, such as poly(3,4-

ethylenedioxythiophene):poly(styrene sulfonate) (PEDOT:PSS) [44–

48] are currently very important and relevant materials. From mod-

ern displays found in televisions and mobile telephones, to the more

pertinent applications such as organic photovoltaics, their use and

study is already vast but still growing rapidly.

Radiation in this range, especially radiation with the potential of

being supplied in attosecond duration bursts has the potential to

uncover the fundamental triggering events that lead to the reactions

and behaviour that these systems currently exhibit. The under-

standing gained through these investigations could lead to drastic

improvement in control and efficiency of these processes.
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Figure 5.1: The water window radiation range (blue shaded
area), containing the absorption edges of a typical protein [49]

5.3 High Harmonic Generation - The Long

Wavelength, High Gas Pressure Regime

High harmonic generation in gas is an extremely non-linear process

whereby the response of an atom (or cluster or molecule) to an

intense laser electric field results in the emission of radiation having

significantly lower wavelengths (or higher photon energies) than the

driving radiation. The process has been most elegantly described

by the now well-known three-step model [50] in which an atom is

in the presence of an intense laser electric field. Around the peak

of the electric field oscillation, the atomic potential is perturbed

significantly enough to facilitate the tunnel ionisation of an electron

into the continuum. The liberated electron is then accelerated away

by the laser electric field. As the electric field oscillates past its

peak, the electron is accelerated back towards the parent ion. The

high kinetic energy electron has a probability of recombining with
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its parent ion. If re-collision does occur, the atom’s excess energy is

shed via the emission of a high energy photon.

The highest energy achievable (the cut-off energy) through this pro-

cess is described by the high harmonic cutoff law [51]:

Emax = IP + 3.17UP (5.1)

Where IP is the ionisation potential of the gas and the ponderomo-

tive energy

UP =
e2E2

4mω2
0

(5.2)

Where e is the electron charge, E is laser electric field amplitude, m

is the electron mass and ω is the laser carrier frequency.

From this law, it is apparent that the two ways to get to higher

photon energies are to increase laser intensity (linearly scaled) or

to increase the laser carrier wavelength (quadratically scaled). On

paper these two solutions are simple, but in reality both prove to be

technically challenging. Increasing intensity could involve laser up-

grades such as additional amplification stages, in combination with

probable upgrade of expensive compressor optics to re-compress the

pulses. On the other hand, scaling wavelength (ponderomotive scal-

ing) either needs an entirely different laser to be bought or built, or

energy sacrificial wavelength conversion stages need to be employed

to get to longer wavelengths.

Unfortunately, the cut-off energy cannot be indefinitely extended

through intensity scaling due to a) depletion of the HHG gas’s

ground state when gases with lower ionisation potentials are being

used for HHG and b) the reduction in phase-matched generation
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mediated by the excess free electrons. Intensity scaling has however

resulted in non-phase matched water-window high harmonics [52].

Significantly more work has been undertaken by groups in the field to

ponderomotively scale the HHG process to extend to higher photon

energies [53–58]. More complicated theoretical studies [59] confirm

the expected cut-off extension and also suggest a reduced intrinsic

chirp resulting from the electron energy dependant recombination

time of the returning electrons (This is discussed in detail in the

next chapter). The first experimental results showed harmonic cut-

offs extending beyond the carbon K-edge [57, 60]

An unfavourable consequence of driving the HHG process with long

wavelength radiation is that the single atom response scales very

poorly with driving wavelength: λ−(5−6)[61], λ−9[62]. This poor

scaling can however be mitigated by high pressure gas phase-matching

[56]. The combination of ponderomotive scaling, and high pressure

gas phase-matching has led to the highest harmonic cut-off (>1 keV)

to date [55].

Our approach to HHG builds upon the state of the art results, by

combining: ponderomotive scaling, high gas pressure phase match-

ing with CEP phase stable, few-cycle laser pulses.

5.4 The Water Window High Harmonic Beam-

line

Our high harmonic beamline can best be described by its five in-

terconnected vacuum chambers. Common to each chamber is that

while the chambers themselves are bolted to floor-mounted frame-

work, the optical platforms inside each chamber are connected via
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vacuum bellows to the optical table (which can be pneumatically

floated). This decouples the optics in each chamber from the en-

vironment offering significant environmental vibrational isolation as

well as substantial improvements in stability.
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5.4.1 Beam Conditioning Chamber

This chamber contains the optics needed to condition the beam for

high harmonic generation i.e. telescoping and focusing optics. Ad-

ditional optics can be added in this chamber to prepare the beam

line for any form of pump-probe type experiment.

5.4.2 High Harmonic Generation Chamber

This chamber is the heart of the HHG beamline containing the free-

space HHG target in which water window harmonics are generated.

The focusing optic is also located in this chamber mounted in a

Smaract motorized tip/tilt mirror mount controllable from outside

of the vacuum chamber allowing for fine alignment tuning of the

generating beam. The HHG target is described in more detail in

section 5.4.6. The target is mounted on a Smaract motorized go-

niometer also controllable from outside the vacuum chamber and

having its slide radius centred on the gas/laser interaction region.

The goniometer is then mounted on a cage, which can be externally

translated in the following ways: 1) rotationally (parallel to the op-

tical table) about the gas/laser interaction region and 2) linearly in

all three spatial directions. This totals three linear axes and the

two needed rotational axes permitting perfect co-alignment of the

target aperture and the generating beam. The mounting geometry

and translational capabilities are shown in Fig. 5.3 A small mirror

fixed to an externally controllable motorized linear stage is installed

just after the target allowing us to sample the beam after it has

traversed the target or as an alignment tool when making more sig-

nificant changes to the beam pointing in the previous chamber. The

target is connected via tubing to a Swagelock vacuum feedthrough

and out via a high pressure regulator to the various gas sources.
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Figure 5.3: HHG target mounting and movement geometry,
showing the three degrees of translational freedom and the two
degrees of rotational freedom. Gas is introduced into the target

via the black flexible tubing.

One of the keys to the brightness of the source is the ability to

sustain high gas backing pressures in the HHG target. Two Ed-

wards 35 m3/h scroll vacuum pumps alone are used to maintain am-

bient pressures in the low tens of millibars under running conditions.

This may seem like a poor vacuum for a HHG chamber however in

the water window, the reabsorption of radiation is not as debilitat-

ing compared to sub 100 eV radiation. The second innovation in

this chamber is the addition of a small diameter pumping aperture

(1 mm) which extends as close to the HHG target as possible on one

end and on the other end is connected via vacuum bellows to a two-

axis linear positioner allowing alignment of the pumping aperture
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while under vacuum.

This chamber has two parallel output CF40 flanges, one used by the

HHG beam (referred to as the probe arm) and the second ready to

be used for a pump/probe setup (referred to as the pump arm)

5.4.3 Differential Pumping Chamber

The next chamber’s primary role is to assist the differential pumping

configuration. We have achieved this by connecting the giant Pfeiffer

1250 l/s turbo pump directly to the chamber. This turbo pump

enables pressures in the order of 10−5 mbar down from a few tens

of millibars in the previous chamber. The pump arm connection

is sealed with a 400µm thick brewster-angled window, maintaining

vacuum tightness through that arm.

In between this chamber and the next, pneumatically actuated vac-

uum valves are placed on each of the two arms.

5.4.4 Ellipsoid Mirror Chamber

The mirror chamber contains our ellipsoidal focusing mirror, which

is a one of a kind taking more than a year to design and manufacture.

The Zerodur substrate is 260 mm x 50 mm x 40 mm, resulting in a

clear aperture of 201 mm x 8 mm and coated with 35 nm of platinum.

It was initially mechanically polished and then ion beam “polished”

to an atomically smooth surface finish having a measured surface

roughness of less than 0.5 nm over the whole surface. The mirror

relies on grazing incidence reflection to refocus the harmonics into

the analyser with a 2× demagnification, resulting in a smaller beam

and higher intensity on target. The very-high on-target flux of the
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water-window harmonics is due both to the design and application of

a high gas pressure HHG target, but also to the impeccable quality

of the ellipsoidal mirror. Figure 5.4 shows the efficiency curves cal-

culated as a function of left) surface roughness and right) incidence

angle in which the blue curve represents our setup. Small deviation

Figure 5.4: Ellipsoid efficiency, based on tabulated data [63] as
a function of: Left) Platinum surface roughness for a 2 degree in-
cidence angle. Right) Incidence angle for platinum with a surface

roughness of 0.5 nm

from the 5 angstrom smoothness or 2 degree design angle can result

in nearly no reflection in the water window range. The mirror is

mounted to a motorised six-axis hexapod stage, which is computer

controlled and allows any conceivable orientation of the mirror en-

suring both perfect alignment of the optically complex mirror as well

as the ability to steer the harmonic beam.

All HHG beamlines have some form of filter holder housing the filters

used to filter out the remnant fundamental in the HHG beam. We

use a motorised twin-wheel rotating filter holder, each wheel capable

of housing 6 filters. The filter wheel is controlled externally and

allows us a wide variety of filters as well as the ability to combine

up to two filters at a time.
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The chamber is vacuum pumped with a single 520 l/s turbo pump,

sustaining pressures in the order of 10−7mbar down from 10−5mbar

in the previous chamber

5.4.5 Analyser Chamber

The chamber is configured for three primary diagnostics, the third

of which I have not made use of during my PhD and is hence ex-

cluded from the beamline schematic. A combined electron time of

flight (ToF) / ion mass spectrometer (Stefan Kaesdorf - ETF15)

and an electron spectrometer (SPECS - Phoibos 150) and an X-ray

spectrograph. The ToF spectrometer and the electron spectrometer

are located to ensure that they share an acceptance volume at the

focus of the ellipsoidal mirror. The chamber is fitted with a three-

axis CF-40 mounted positioner directly above the focal volume. An

additional gas target can be fitted in this port allowing co-alignment

of a gas jet, the X-ray radiation and the acceptance volume of the

detectors. Radiation continues on to the X-ray spectrograph.

The chamber is vacuum pumped by 920 l/s, 260 l/s and 210 l/s turbo

pumps, the ToF spectrometer has an additional 260 l/s sustaining

pressures in the order of 10−9mbar down from 10−7mbar in the previ-

ous chamber. The spectrograph has two additional 60 l/s and 67 l/s

turbo pumps maintaining a pressure of around 10−7mbar.

The X-ray spectrograph consists of a motorised slit which is placed

465 mm after the focus of the ellipsoidal mirror. The aberration

corrected concave grating (Hitachi 001-0450) then images the slit

to the X-ray CCD camera. The camera rotates around the axis of

the grating allowing coverage of a broad spectral range from below

100 eV to above 600 eV. Spectrographic resolution can be optimised

by closing the slit to its minimum aperture (17µm) however due to
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the propagation distance from the centre of the ToF chamber (The

ellipsodal mirror focus) the x-ray beam has diverged by the time

it gets to the slit plane, so resolution is gained at the expense of

photon flux.

5.4.6 HHG Target

The HHG target consists of a stainless steel tube which is sealed on

one side, while the gas is introduced via the other side. The tube

has an outer diameter of 1.5 mm and an inner diameter of 0.5 mm.

A 300µm hole is then cross drilled through the tube. This cross

drilled hole acts as the interaction region between the gas and the

laser and the small aperture helps to facilitate the high backing

pressures needed for efficient generation of long wavelength driven

HHG.

The high gas pressure phase matching regime can be defined by

multi-atmosphere gas pressures being applied to the HHG targets.

More often than not pressure is measured via a gauge some distance

away from the target itself i.e. in the tubing supplying the gas to the

target. Direct measurement of the pressure exiting the target inside

the vacuum chamber is not a trivial measurement to perform - usu-

ally via Schlieren techniques or some form of interferometry in which

a reference beam is interfered with a beam that travels through the

region of gas to be measured. The results of such a measurement

yields the pressure-length product. If the spatial resolution of the in-

terferometric measurement is sufficient, a two dimensional pressure

map could be inferred, however this can be insufficient especially

when trying to map areas as small as the 300µm exit hole of our

target. It is also not necessarily sensible to assume cylindrical sym-

metry in the gas output profile, which could reduce the accuracy
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of the pressure map inferred from the 2D pressure profile measured

with the interferometer.

Besides measurement, the next best option is to perform a com-

putational fluid dynamics (CFD) based simulation of the gas flow

from the HHG target. ANSYS Fluent CFD offers an advanced suite

of tools to model and simulate the complex, turbulent and super-

sonic gas flow experienced in our target. A full three-dimensional

simulation is performed by first replicating the target geometry in

Solidworks CAD, whereafter a triangular based mesh is applied to

the model with an element size of 0.01 mm. The gas is modelled

as an ideal gas. The turbulence model resulting in the best match

with the experimental results is the K epsilon model. A photograph

of the gas target can be seen in the top of Fig. 5.5. The visible

plumes are present due to radiative transitions in neon, where their

intensity at a point can allude to the density in that region. The

modulated brightness and discrete boundaries along the plume are

a result of characteristic “shock diamonds” or “Mach disks” [64–66]

associated with supersonic flow, in which sudden changes in den-

sity result in shock wave formation. The remaining plots in Fig.

5.5 show the velocity, density, pressure and temperature of the gas

respectively. The density profile shows an excellent match to the

photograph in which the complex dynamics resulting in shock for-

mation can be seen. The excellent match of this simulation allows us

to confidently extract pressure and temperature profiles which will

become important for the analysis of data in the next chapter. The

influence of these shock-wave structures on HHG and propagation

of high harmonics has not been looked into and may prove to be

interesting in future investigations.
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Figure 5.5: Top) This is a photograph taken of the HHG target
backed with 3 bar of neon. The laser propagation is from left to
right. Below) FEA gas pressure simulations - from top to bottom:

Velocity, Density, Pressure and Temperature

5.5 Water Window High Harmonics

We use three noble gases to generate high harmonics: argon, neon

and helium. Table 5.1 lists the most relevant parameters regarding

these gases. Optimal backing pressure corresponds to the balance
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between the highest yield and the highest cut-off. Alignment inte-

gration time gives a practical guide to the difference in flux detected

by the three different gases. The table is assembled based on data

obtained by performing gas pressure scans using the three different

gases (see Figs. 5.7). To negate the highly CEP dependant spectral

features, CEP is randomised during these measurement.

Gas Optimal
Backing
Pressure
(bar)

Cut-off (eV) Alignment
Integration
Time(s)

Argon 1.2 160 0.01

Neon 3.5 370 1

Helium 7(14∗) 500 5

Table 5.1: HHG Gases. ∗Our differential pumping setup can
sustain continual backing pressure of 7 bar, however we have

briefly doubled to 14 bar to identify the system limitations

5.5.1 Spectral Calibration

Two dimensional data is recorded on the x-ray CCD camera on a

detector size of 2048 pixels × 512 pixels. The imaging spectrometer

projects spatial information in the vertical axis (512 pixels) and spec-

trally disperses the beam in the horizontal axis (2048 pixels). Spec-

tral calibration of the x-ray spectrometer from pixels to energy (eV)

is performed by introducing thin filters with known absorption edges

into the beam. A combination of filters is used to accurately retrieve

the absorption response to the specific filter. Carbon has a K-edge

at 284 eV whereas titanium has an L-edge at 454 eV offering two

well separated calibration points in the water window. Aluminium

exhibits good transmission covering the entire water window range.
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Harmonic radiation was generated using helium, ensuring spectral

continuum spanning the entire water window. Three filter combina-

tions are used to perform the calibration: 1×100 nm of aluminium,

1×100 nm of aluminium + 1×200 nm of carbon and 1×100 nm of

aluminium + 1×200 nm of titanium, where a 2 minute integration

is taken for each permutation. The response of the carbon and

titanium filters are then calculated by performing the following cal-

culation: (C+Al)/Al and (Ti+Al)/Al. The two filter responses are

shown in Fig. 5.6 where the excellent signal to noise ratio at the edge

very clearly allows identification of the absorption edge with a very

short integration time. This basic calibration step alluded to the

great photon flux of our source and steered us towards performing

a more significant spectroscopic investigation.

Figure 5.6: Spectral calibration showing the filter response with
the solid curves and the theoretical absorption edge [63] with the

dashed curved for: left) carbon and right) Titanium
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Figure 5.7: Top) Argon: The dip around 100 eV corresponds to
the absorption of the silicon L-edge (the camera CCD is silicon
based). Middle) Neon: The highest harmonic yield coincides with
the highest cutoff at a backing pressure of 3.5 bar. Bottom)
Helium. Carbon contamination in the beamline is visible through
the absorption of photons at 284 eV in the neon and helium scans
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5.6 Near Edge X-ray Absorption Fine Struc-

ture Spectroscopy

5.6.1 Polyimide

With the now routine generation of water-window HHG, a proof of

principle experiment was planned to investigate the real-life usabil-

ity, flux and resolution of the source. We decided to spectroscop-

ically interrogate a sample that consisted of hopefully measurable

and distinguishable bond structure.

Polyimide consists of a polymer of imide monomers, Kapton a com-

mon polyimide, is used extensively in the electronics industry owing

to its high heat resistance and its high electric insulation properties.

Polyimides have also been extensively studied with synchrotron or

x-ray laser radiation, which would allow some comparison with pub-

lished results. We already had a free standing 200 nm foil in the

lab, so decided to use this foil in the first spectrographic test of the

system. The foil was attached to a filter holder that could be posi-

tioned by a vacuum-manipulator, allowing insertion and removal of

the filter from the beam while still under vacuum.

To maximise the resolution of the measurement while maintaining

the high flux through to the CCD, we temporarily modified the

beamline by removing the analyser chamber and placing the slightly

modified spectrograph in its place (slit removed). The object plane

of the concave grating was now close to the focal plane of the el-

lipsoidal mirror. In this configuration, with the slit no longer used,

there is no loss of flux from a divergent beam clipping the slit. The

focal spot size of the X-ray beam is comparable to the minimum slit

aperture ensuring optimal resolution.
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Water-window radiation spanning the range of interest for the poly-

imide foil was generated using 3.5 bar of neon. A single 5 minute 2D

spectrum was recorded with the foil in place whereafter the mea-

surement was repeated with the foil out of the beam - This pro-

cess is needed to post-process spectra to extract the response of the

polyimide foil (spectrum with foil / spectrum without foil = foil

response). The 2D spectra and the integrated spectra are shown

in Fig. 5.8, with polyimide in the beam on the left and out of the

beam on the right. The spectral dip centred around 284 eV in the

reference spectrum is attributed to hydro-carbon contamination in

the detection system which inevitably finds its way into all exper-

imental setups. Already without any processing of the data, fine

Figure 5.8: Polyimide Raw Data

structure can be seen in both the 2D and the integrated polyimide

transmission spectra at the carbon K-edge. First, the optical den-

sity (OD) of the polyimide is calculated, whereafter a more in depth

analysis into the contributions to the OD from the constituent bonds
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Energy (eV) Orbital/Orbitals

284.9 π ∗ C = C(Aromatic)
286.9 and 287.4 π ∗ C = C(Phenolic) and σ ∗ C −H
288.9 σ ∗ C = O
291.7 σ ∗ C − C
294.3 to 295.8 σ ∗ C −O and σ ∗ C − C
298.0 to 303.2 σ ∗ C − C and σ ∗ C = C

Table 5.2: NEXAFS peaks - energies and corresponding orbital
assignments from reference [68]

is performed using the Demeter software package, which is a “com-

prehensive system for processing and analyzing X-ray Absorption

Spectroscopy data” [67]. Table 5.2 shows the known [68] energies

and orbital assignments for polyimide, measured in that case with

non-coherent X-ray radiation generated in a laser-plasma source.

5.6.2 Analysis

The analysis of NEXAFS data revolves around using various func-

tions to fit the experimentally recorded absorption spectral peaks.

Typically the peaks are fitted by Lorentzian functions, however in-

strument response can transform them depending on their width,

in which case Gaussian functions can be fitted. A step function is

also always included in the fit and is needed owing to the ionisa-

tion from the core level at which the absorption edge features are

prominent. The Demeter software enables the manual selection and

fitting of these curves and plotting a residual. This kind of analy-

sis has already been performed [68], offering us a very robust way

to verify our results. Normally when performing this analysis, one

would manually select the energy of a peak by simply looking for

the peak in the experimental data. Once identified, the Lorentzian/-

Gaussian function is fitted to the peak. This process is repeated for
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each peak until the sum of the fitted peaks and the step function

match the experimental data with a minimum residual. In this case

we could use the peak centres from the literature, adjusting the peak

shape, intensity and width to match our experimental data. Using

this method I was able to build a very accurate fit to the data. This

is illustrated in Fig. 5.9 where the measured data is represented

by the blue crosses. The various colour peaks correspond to the

bonds in the polyimide. A fit sum shown in black shows incredibly

good agreement with the experimental data, also illustrated with

the small residual at the bottom of the plot.

Although this result was to some extent an initial proof-of-principle

experiment to characterise the ability of the x-ray source, it also

stands as a milestone of the first NEXAFS spectroscopy experiment

performed with a water-window high harmonic source in which the

constituent bonds of a solid state organic sample can be clearly iden-

tified. This is illustrated in Fig. 5.10 where the molecular structure

of polyimide is shown along with the colour-coded arrows corre-

sponding to the NEXAFS retrieved data.
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Figure 5.9: NEXAFS measurement of a 200-nm free-standing
polyimide foil (blue crosses). A peak fit with known transitions
(blue) from [68] agrees very well (black curve) with the measure-

ment.

Figure 5.10: The polyimide molecule, with the benzene rings
shown in black, hydrogen atoms in yellow, oxygen atoms in red
and the nitrogen atoms in blue. Four of the bonds colour-coded

from Fig. 5.9 are shown



Chapter 5. Water-Window High Harmonic Generation 92

5.7 Design of an X-ray Spectrograph

As discussed in section 5.4.5, spectral resolution is improved by clos-

ing the slit, however this reduces the photon flux reaching the CCD.

The focal spot size of the x-ray beam is dependant on the gener-

ation conditions, particularly the choice of HHG gas. Knife edge

based measurements have shown that the spot sizes are in the range

of the minimum slit width. With this in mind I investigated the

possibility of an extremely compact spectrograph design that could

place the grating such that it images the ellipsoidal mirror focus

directly to the CCD camera without the need of a slit. This config-

uration could provide both the highest flux in combination with the

highest resolution.

Using the design specifications of the grating, I designed and built a

new spectrograph using Solidworks 3D CAD. The design included a

custom vacuum manipulator that would allow for in-vacuum manip-

ulation of the grating in the two required axes i.e. grating rotation

and translation in and out of the x-ray beam. A new ultra-high

vacuum (UHV) rotation stage was also designed and fabricated “in-

house” which allows for smooth, grease-free ball-bearing based ro-

tation, while still keeping the grating perfectly vertical.

The spectrograph consist of a primary chamber in which the grating

is mounted to a UHV manual rotation stage atop a manual linear

stage. An industrial bearing connected rotating arm holds the X-ray

CCD camera, allowing the camera to rotate about the vertical centre

of the grating. This degree of freedom allows for a camera position

capable of selection of multiple radiation ranges, for example 100 eV

to 200 eV for argon generated harmonics at one position and 200 eV

to >600 eV for neon generated harmonics in a second position. The

camera is connected to the primary chamber via a vacuum-bellow
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as well as being fixed to the rotating arm in a sliding track, allowing

for the initial precise alignment of the camera-to-grating distance to

ensure that the camera is placed in the image plane of the concave

grating.

The vacuum manipulator controlling the grating position and an-

gle consists of three micro vacuum-bellows welded to a CF40 vac-

uum flange. An M6 bolt feeds through the vacuum flange under

atmospheric pressure to control the extension of the micro vacuum-

bellows. In the primary chamber, the lower-most micro-vacuum-

bellow is in direct contact with the linear translation stage, whose in-

ternal spring loading ensures back force against the vacuum-bellow.

The upper-two micro-vacuum-bellows then contact a flat plate on

the rotation stage allowing alternate extension and contraction of

each to control the rotation of the grating. The first water window

spectra recorded with the new spectrometer can be seen in Fig. 5.11.

Figure 5.11: Carbon K-edge spectrum generated in neon
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Figure 5.12: Top) Geometric design parameters for the x-ray
spectrograph. Middle row left) Photo-rendered CAD model of
the spectrograph. Middle row right) Photo-rendered CAD model
of the micro-bellow vacuum manipulator. Bottom row) Pho-

tographs of the manufactured spectrograph



Chapter 6

Attosecond Streaking in

the Water-Window

6.1 Introduction

In this chapter I will give a brief theoretical description of the at-

tosecond streaking technique. This will be followed by a description

of our attosecond streaking setup. Next I will present our attosecond

streaking results, followed by a discussion on the findings.

6.2 Attosecond Streaking

The idea of the attosecond streak camera was first formalised in

2002 [69] soon after which a method of retrieving the phase from

streaked spectra was formulated [70]. The basic principle of the

technique considers the photo-ionisation of atoms by a high energy

95



Chapter 6. Water-Window Attosecond Streaking 96

electric field EXUV (t), in the presence of the time delayed elec-

tric field ELASER(t), for convenience defined by its vector poten-

tial: ELASER(t) = −∂A/∂t. From reference [70], the amplitude of

populating the continuum state |v〉 (the transition amplitude) with

momentum v is given by

a(v, τ) = −i
∫ +∞

−∞
dteiφ(t) dp(t) ·EXUV (t− τ)ei(W+Ip)t (6.1)

Where dp is the dipole transition matrix element from the ground

state to the continuum state |p〉, p(t) = v + A(t) is the instanta-

neous momentum of the free electron in the laser field, W = v2/2 is

the final kinetic energy of the electron and Ip is the atomic ionisation

potential.

The main effect of ELASER(t) is to induce a temporal phase shift

φ(t) on the electron wave packet dp ·EXUV (t) generated.

φ(t) = −
∫ +∞

t
dt′[v ·A(t′) + A2(t′)/2] (6.2)

Mairesse et al. realised that the photo-electron spectra |a(v, τ)|2

from equation (6.1) was similar to that of the signal recorded in a

FROG trace:

S(ω, τ) =

∣∣∣∣∫ +∞

−∞
dtG(t)E(t− τ)eiωt

∣∣∣∣2 (6.3)

A similar iterative algorithm such as the Principal Component Gen-

eralized Projections Algorithm (PCGPA) could therefore be used

to extract the phase of both the extreme ultra violet (XUV) pulse

and the streaking pulse, where the FROG gate is a pure phase gate

G(t) = eiφ(t). The method was named frequency resolved optical

gating for complete reconstruction of attosecond bursts (FROGCRAB).
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The FROGCRAB technique was first used to retrieve the phase

and amplitude of few cycle isolated attosecond pulses, resulting in a

130 as pulse duration [71]. The technique has become the de-facto

technique for measuring isolated attosecond pulses ex-situ. The

technique has also been used to characterise delays in photoemis-

sion [72] and tunnelling delays from different states on solids [73].

6.2.1 Attochirp

The final step of the three-step model described in chapter 5 con-

siders the recombination of the high energy electron and its parent

ion, resulting in the emission of a high energy photon. HHG is ob-

viously not a single atom process, but instead the consequence of

an ensemble of emitters interacting with a broadband laser pulse

spectrum. The recombination process is however not instantaneous

for all electron energies, which results in a recombination time that

is dependant on the electron energy. The broader the energy band-

width, the longer the time it takes for the recombination to com-

plete. Although this recombination time occurs during a fraction of

the driving laser pulse cycle, the bandwidth of the emitted photon

spectrum can in principle support pulse durations much lower than

the described fraction of the driving laser pulse cycle. The emitted

photon pulse thus has a maximum pulse duration stretching from

the moment the first electron recombines to the moment the last

electron recombines. A spectrum that is composed of temporally

separated components is the definition of spectral chirp and in the

context of attosecond pulses generated via HHG this is referred to

as attochirp.

The intrinsic attochirp scales inversely with the wavelength [74] and

intensity [75] of the HHG driving laser. The λ−1 scaling is shown in
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Fig. 6.1 for intensities typical to our setup, contrasting our wave-

length to that of Ti:Sa. It has been shown that taking into account

this scaling, an optimal bandwidth exists to generate the shortest

IAP without subsequent pulse compression albeit these pulses would

not be transform limited. For the short trajectory electron recom-

bination the attochirp is positive (lower energies recombine first)

a suitable negative GDD compressor will be required to compress

the IAPs. A suitable compressor could also compress over a larger

bandwidth than the optimal bandwidth identified above.

Figure 6.1: left) 800nm right)1850nm

Typically at sub-150 eV photon energies, thin metallic films have

been used as the negative GDD compressor. The concept of using
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these filters was described [76] in 2004 and luckily these filters are

normally already in place as they are used to prevent illumination

of the sensitive X-ray CCD by high flux fundamental radiation. De-

pending on the photon energies, the transparency and GVD of the

filters varies heavily and these characteristics may or may not per-

mit the use of these filters as compressors.

Owing to the reduction in attochirp from the long wavelength driven

source. Atomic gas can also be considered as the negative GDD

compressor. A theoretical study in 2012 [77] suggested that an 83 as

pulse generated by 1.6µm laser pulses could be compressed to 38 as

(FTL 34 as) using a 10mm gas cell, containing 160 mbar of xenon.

6.3 Water-window Attosecond Streaking Setup
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The water-window beamline was designed from the beginning with

pump-probe type experiments in mind, so no major modifications

were needed to the apparatus. Common to all extreme ultra vio-

let (XUV)/x-ray streaking setups is an interferometer comprised of

a streaking arm and the XUV arm. In this setup, shown in Fig.

6.2, an ultra-thin pellicle beam-splitter is used to split the 1.85µm

pulses into a ratio of 70% for HHG (transmitted), leaving 30% for

the streaking pulse (reflected). The 2µm thickness of the pellicle

ensures no measurable chirp is added to the HHG pulses. The high

harmonic target is as described in the chapter 5, charged with a

backing pressure of 3.5 bar. The streaking arm of the interferometer

contains the delay line, consisting of a Smaract nanometre precision

linear translation stage, which has a zero travel reference. An ad-

ditional motorised linear stage with a 1 mm aperture pinhole allows

for the centre of the streaking beam to be sampled (this will be

discussed in more detail later).

In the differential pumping chamber, the XUV beam passes unfet-

tered, whereas the streaking beam is aligned through to the next

chamber via a New Focus motorized mirror mount, permitting in-

vacuum alignment of the streaking beam.

In the ellipsoidal mirror chamber, the XUV and streaking beam are

recombined using a 45◦ gold mirror, with a 2 mm hole drilled at 45◦,

again allowing unimpeded focusing via the ellipsoidal mirror of the

XUV beam through the hole. The streaking beam is first expanded

and then focused using two reflective spherical mirrors whose focal

lengths and positions are carefully chosen and painstakingly tested

to ensure that the foci of the XUV and streaking beam are co-planar

in the acceptance volume of the ToF and at the same time ensure

that the streaking beam is as large as possible on the hole mirror

to minimise the loss of intensity caused by the hole in the mirror.
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The hole mirror is mounted in a Smaract two-axis motorised mirror

mount to allow for steering of the streaking beam.

At water-window photon energies, the ionisation cross-sections of

the typical noble gases is not as favourable compared to those of

sub-150 eV photon energies, so maximising ionisation yield is a key

component on the ability of this set-up to capture electron spectra

in reasonable time frames. Increasing the number density of the gas

to be ionised is one of the ways to mitigate the low yields, so taking

this into consideration, I designed and fabricated a stepped diameter

gas target needle consisting of various lengths and diameter tubes,

downsizing in a step-wise fashion from a Swagelock vacuum feed-

through to the eventual needle tip, which has an internal diameter

of 160µm. This small diameter final needle tip is chosen to max-

imise the number density of gas molecules at the exit of the needle

by enabling relatively high backing pressures in a vacuum chamber

which is maintained at pressures around 10−9 mbar. The target is

shown in Fig. 6.3 illustrating the final three steps of the needle from

thinnest (right) to thickest (left) - 1 mm of ID 160µm, 3 mm of ID

310µm and 25 mm of ID 800 µm.

In the analyser chamber an externally controlled linear positioner

allows insertion of a gold mirror (pick-off mirror) into the beam path

100 mm behind the ToF interaction region. The mirror deflects the

beam through a vacuum viewport into a home built imaging system

which is configured to image both the hole mirror and the ToF needle

target tip simply by shifting the imaging camera.

The alignment and balancing of such an interferometer all of which

is concealed in small and inaccessible vacuum chambers, proves in-

credibly challenging. Measuring each arm to an accuracy of less than

a centimetre is practically difficult and time consuming. I decided to

try an optical measurement technique, making use of a commercially
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available “laser ruler” available at any good hardware store. These

laser rulers use a red laser diode and an adjacently placed integrated

photo detector. They work on the principle of measuring a phase

shift between the transmitted and then received laser beam and of-

fer accuracy of under 3 mm. Use of this laser ruler substantially cut

alignment down to a couple of hours, the first time the optics had

been placed, and only a few minutes when subsequent changes were

made to the interferometer.

Figure 6.3: Needle target used in the time of flight spectrometer

6.3.1 Alignment procedure

The first step in alignment of a streaking measurement is to opti-

mise the HHG process. By using the filter wheel to rotate a 200 nm

titanium filter into the XUV beam path to block the fundamen-

tal radiation and monitoring the photon spectrum, it is possible to

adjust what I call the base parameters, such as gas pressure fine

tuning, target position fine tuning (three axes) and HHG iris aper-

ture to maximise the yield and harmonic cut-off. After this, a value
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of CEP can be selected which produces a clear spectral continuum

over the majority of the spectrum. This spectrum is most likely to

be a consequence of a single half-cycle dominating the HHG process.

The streaking beam then needs to be optimally aligned, centred

on the hole mirror aperture. The imaging system is enabled by

introducing the pick-off mirror into the beam path with the manual

linear positioner. The WinCamD-FIR is placed in the hole mirror

imaging plane and the beam is steered onto it using the New Focus

motorised mirror.

The next step is to overlap the two arms of the interferometer in

space and time, both of which are conveniently revealed with the

same diagnostic. The WinCamD-FIR is now placed in the ToF

needle-tip imaging plane and the titanium filter is removed from the

beam path. By removing the 200 nm titanium filter, the camera can

now detect the focal spots of both the streaking beam (referred to as

streaking-IR) and the fundamental radiation left in the XUV beam

(referred to as XUV-IR). The streaking-IR beam focus can then be

steered onto the XUV-IR focal spot using the Smaract motorised

mirror mount. The intensity of the streaking IR beam far exceeds

that of the XUV-IR due to clipping on the differential pumping aper-

ture in the generation chamber. To simplify the spatio-temporal

overlap diagnostic, the motorised 1 mm aperture can first be cen-

tred on the streaking beam to limit its intensity. Now by scanning

the delay stage while monitoring the beam profile comprised of the

overlapped streaking-IR and XUV-IR, the temporal overlap presents

itself as very obvious spherical interference between the two beams.

This beam profiler technique to find the spatio-temporal overlap is

only obvious over a very small delay range around zero delay, so

an additional flip-mounted mirror was used to send the optically

spatially overlaped beams to a spectrometer sensitive to radiation
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around 1.85µm. The spectral fringes that appear as a consequence

of temporal overlap of the two pulses is more apparent over a much

larger delay range - finely modulated far from zero delay, approach-

ing coarsely modulated at the zero delay. A combination of these two

diagnostics ensures spatio-temporal overlap of the two IR beams.

6.3.2 XUV-IR / Streaking-IR Cross-correlation

Before attempting a streaking measurement, a cross-correlation mea-

surement can be performed using the XUV-IR and streaking-IR.

This cross-correlation uses the ToF spectrometer to collect electrons

ionised by the two IR beams as a function of the delay between them

and can be used to accurately identify the “zero delay” point be-

tween the two pulses and to choose a suitable delay range. The

cross-correlation also serves as an indication of the stability of the

interferometer.

The intensity of the streaking beam (with or without the 1 mm aper-

ture in place) is insufficient to ionise a gas target, such as krypton

(despite its low ionisation potential) and even less so the XUV-

IR. The cross correlation is therefore performed by translating the

ToF stainless steel target needle tip fractionally into the overlapped

beams and attenuating the streaking-IR with the 1 mm aperture.

Electrons from the stainless steel tip can now be detected in the

ToF spectrometer and this configuration can be used for the cross-

correlation. A typical cross-correlation trace is shown in Fig. 6.4.

The time delay between two maxima are ≈ 6 fs which is expected as

the cycle duration for pulses with a spectrum centred at 1.85µm is

6.2 fs (for pulses with a spectrum centred at 1.80µm it is 6.0 fs). The

pulse duration of under 12 fs obtained from the FROG measurement

in section 2.6.1 is already roughly verified with this cross-correlation
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trace having less than 4 peak modulations. The cross-correlation

can now be used to define the delay range over which to attempt a

streaking measurement.

Figure 6.4: Cross-correlation of the streaking IR and the XUV-
IR

Unfortunately the spatio-temporal co-alignment of the streaking-IR

and the XUV-IR does not guarantee the best co-alignment of the

streaking-IR and the XUV. This is a consequence of the fact that

the XUV may not be at the centre of the XUV-IR (the XUV-IR is

apertured by the hole mirror, whereas the XUV is going through the

hole, but not necessarily centred on it). Fine tuning of this alignment

needs to be undertaken once a streaking signal is detected. This can

be done by doing a grid based scan of the pointing of the streaking

beam, using the imaging system to mark the grid.

6.3.3 Streaking Target Gas

Krypton gas is selected for streaking for two main reasons. It has a

relatively high and flat photoionisation cross-section (see Fig. 6.5)
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in this energy range permitting realistic integration times for mea-

surement. More importantly though is that having energies far ex-

ceeding 100 eV enables ionisation from core levels. The 3d (94 eV)

shell of krypton has an ionisation cross section approximately an

order of magnitude higher than the next two shells 4s (27.5 eV), 4p

(14.1 eV). This high contrast is desired in this case as our bandwidth

(150 eV to 350 eV foot to foot) can access electrons in all three of

the listed shells.

Figure 6.5: Photoionisation cross-sections for 3d, 4s and 4p
shells. The dotted red lines enclose the range of photon energies

relevant to this streaking measurement

6.4 Results

Once the streaking signal is maximised, the setup is ready to record a

streaking spectrogram. To maximise counts we did not re-introduce

a thin metallic filter to the XUV arm. To verify that this was not

problematic, I recorded static time-of-flight spectra with the filter in

and out, revealing identical flight times and only differing in count

rate. A delay range of 36 fs is selected with a step size of 0.6 fs. Signal
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to noise ratio appeared acceptable with 10 minute integration times

at each delay step.

The raw streaking trace is shown in Fig. 6.6. The most striking

features of this trace are the extremely broad bandwidth centred

around 150 eV (implying 250 eV photon energy after ionisation from

the 3d shell). The trace also gives an indication of a true isolated

attosecond pulse, with no visible evidence of any significant pre- or

post- pulse.

Figure 6.6: Raw streaking trace

The FROGCRAB technique ultimately relies upon a phase retrieval

algorithm, such as the PCGPA to reconstruct the phase of the field

being measured. For robust PCGPA reconstruction a sampling cri-

terion needs to be satisfied and that is:

δτ∆ω = 2π (6.4)

Where δτ is the delay step and ∆ω is the total frequency range.
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The bandwidth over which the streaked signal exists is around 200 eV

and to satisfy the sampling conditions of the Fourier transform in

the PCGPA algorithm, ensuring satisfactory resolution in the tem-

poral domain, the experimental data needs to be interpolated onto

a significantly broader frequency range (-300 eV to 700 eV). Satisfy-

ing criterion 6.4 then requires interpolation of the delay axis too, to

a grid size of 8096 points. An interpolated experimental grid size

of 8096 x 8096 fed into the FROGCRAB algorithm would take a

few months to hopefully converge. It is valid though to perform the

computation on one or two of the cycles instead, which allows for

a smaller grid size to be used while still satisfying the requirements

of equation 6.4. We repeat the FROGCRAB analysis on two single

oscillations, as well as two double oscillations (see Fig. 6.7), all of

which allow for a smaller grid size and achievable algorithm process-

ing times. The retrieved pulse durations and phases are listed in

table 6.1 and the measured vs. reconstructed traces are shown in

Fig. 6.7.

Delay Region (fs) Pulse Duration (as) GDD (as2)

16 to 28 22.8 116.4

22 to 34 25.2 234.1

15 to 21 22.4 -56.5

28 to 34 21.8 218.6

Table 6.1: FROGCRAB results for two oscillation retrieval (top
two) and single oscillations (bottom two)
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Figure 6.7: 2 Cycles (Top two rows), 1 Cycle (bottom two rows).
Left) Experimental trace, top Right) Retrieved trace
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6.5 Analysis

6.5.1 Attochirp

The results of the experiment were indeed at first quite a surprise!

Self-compression of an isolated attosecond pulse in the water win-

dow, below the atomic unit of time seemed too good to be true.

Quantifying the expected attochirp is not a trivial task however a

first estimation is to use the classical picture of attochirp. Newto-

nian equations of motion can be used to quantify the flight time

and hence recombination time of the electrons liberated during the

ionisation. From Fig. 6.1 it is clear that we are looking for at-

tochirp compensation in the order of -2500 as2. The hunt was on to

find the compression mechanism that resulted in this record pulse

generation.

Unique to our HHG setup is the combination of an effusive gas tar-

get with multi-atmosphere gas pressures. The gas pressures typically

used in these targets up until now have been sub 100 mbar where

both dispersion and absorption of the XUV through any remnant

gas was negligible. In our high-pressure regime, these cannot be

ignored and have the potential to be the source of attochirp com-

pensation. The trick is how to measure or ascertain the on-axis gas

pressure that is potentially compressing the pulse. As described in

the previous chapter, CFD based simulations have been used to ob-

tain this information. Associated with the rapid expansion of the

gas is a significant drop in temperature of the gas. In order to eval-

uate the GDD of the gas we need to know the refractive index which

is both temperature and pressure dependant. The on-axis pressure

and temperature profiles are shown in Fig. 6.8. The refractive index

of neon is calculated from tabulated data [63] and then adjusted for

the temperature and pressure [78].
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Figure 6.8: a) CFD based on-axis pressure profile (first 25 mm
shown only). b) CFD based on-axis temperature profile (first
25 mm shown only). c) On-axis GDD of remnant neon. d) On-

axis transmission of remnant neon

The conclusion from this simulation shows that for the expected on-

axis gas pressure, there is more than an order of magnitude too little

chirp compensation. The transmission of the x-rays through this

remnant gas is also heavily limited by absorption. By simulating

higher remnant pressures to investigate if the remnant gas is the

source of chirp compensation it is apparent that x-ray reabsorption

may be a limiting factor. The remnant gas is most likely not a viable

source of chirp compression.

A contribution to the GVD is also expected from the ionised neon,

however at the pressures and ionisation levels expected in our ex-

perimental conditions, the plasma GVD contribution is negligible
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(Appendix section A.6.2).

A stark difference to the streaking based experiments is both the

extreme bandwidth as well as the extreme photon energy at which

our spectrogram is centred. Taking these into account I have in-

vestigated the validity of the method under these extreme and new

conditions. The streaked excursion is dependant on the intensity of

the streaking pulses. A simple code written in MatLab by a previ-

ous PhD student was used to simulate a streaked spectrogram as a

function of different streaking pulse intensities. The results shown

in Fig. 6.9 quite conclusively suggest that we are below a threshold

at which the phase is encoded in the streaked spectrogram. Top left

Figure 6.9: Simulated streaking trace over 2 cycles. Top two
figures show a weak streaking field combined with significant at-
tochirp, resulting in very similar streaking traces. For an order of
magnitude higher streaking field and the same magnitude of at-
tochirp, the traces are clearly different, suggesting that a thresh-
old intensity is required to resolve attochirp in a streaking trace

in Fig. 6.9 shows the expected streaked spectrogram for no chirp
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added to the pulse (with a transform limit of 19 as), whereas the ad-

jacent plot shows for the same intensity but for an attosecond pulse

chirped by 2500 as2 resulting in a 407 as pulse duration. These two

spectra seem very similar visually, the latter not obviously show-

ing the characteristic asymmetrical intensity distribution typical of

a chirped attosecond pulse spectrogram. The lower two plots in 6.9

mimic the upper two however with an order of magnitude higher

intensity. Compounding this effect of not easily seeing asymmetry

with a weak streaking field and having a relatively low streaking field

intensity, it seems that the chirp-free appearance of our pulses may

more likely be an artefact of measurement. To evaluate this further

I have performed further simulations by generating streaking spec-

trograms with a fixed bandwidth, streaked by a pulse similar to our

experimental pulse and have varied the amount of chirp for three

different values (1250as2, 2500as2 and 5000as2). I then performed a

Poissonian statistical analysis of part of the streaking spectrogram

that is not streaked to evaluate around what value of chirp is the

asymmetry statistically relevant. Figure 6.10 shows the results of

this simulation. For values of chirp below 2500as2 the asymmetrical

lineouts (blue and yellow curves) fall within the Poissonian vari-

ance bars of the non-streaked part of the spectrogram. The result

adds strength to the hypothesis that taking into account a relatively

low signal to noise ratio of an experimental trace, even a significant

amount of chirp may be statistically invisible to a reconstruction

algorithm.
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Figure 6.10: Statistical analysis of the resulting streaking spec-
trogram as a function of attochirp
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A final simulation is performed to highlight the significance of our

streaking data compared to what has already been achieved with

narrower bandwidth spectra. Given the relatively low signal to noise

ratio of our streaking signal, it is pertinent to investigate theoret-

ically the limitations of the retrieval technique to reliably retrieve

such broad bandwidth streaking spectrograms. To investigate this I

used Matlab to generate streaking spectrograms with various band-

widths and chirps and then processed them with a FROGCRAB

algorithm as well as the Least-Squares Generalized Projections Al-

gorithm (LSGPA) [79] as a comparison to evaluate at what spectral

bandwidth does reliable reconstruction break down. Table 6.2 shows

the results of this study with the full retrieval data available in ap-

pendix A.7. The LSGPA algorithm appears better at reconstructing

the pulses more accurately, however given 100 eV of bandwidth and

a lower streaking pulse intensity of 1×1011W/cm2, both algorithms

are incapable of reconstructing the pulse. These simulations add

weight to the assumption that at streaking field intensities that are

too low, reconstruction of a pulse will not be possible using the

FROGCRAB algorithm.

To conclude these simulations and the information mined from them,

a further experiment is planned in which we will increase the streak-

ing intensity with the use of a different optical setup for the streaking

beam.
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Chapter 7

Summary, Conclusion and

Outlook

7.1 Summary

7.1.1 Chapter 2 - Titanium Sapphire Seeded, 1.85 µm

Few Cycle, CEP Stable, Laser Pulses

Despite Ti:Sa laser technology being relatively mature, pushing the

boundaries of ultrafast physics requires a Ti:Sa laser system that

at the start of my PhD, simply did not yet exist: a high average

power, high repetition rate amplifier capable of producing both spa-

tially and temporally high quality laser pulses. Through extensive

modelling, design and fabrication we were able to understand and

implement the critical requirements, resulting in near perfect spa-

tial beam quality, coupled with temporally clean laser pulses having

remarkable shot to shot stability. The re-design of the laser system

and the careful control of the environmental conditions also reduced

119
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the daily start-up time from a couple of hours to a few tens of min-

utes.

A subsequent wavelength conversion stage, pulse compression scheme

and CEP stability system have been added and fine tuned to convert

a now relatively widespread ultrafast laser system into a light source

with a truly unique parameter set described in table 7.1:

Laser Source Parameter Value

Central Wavelength 1850 nm

Pulse Duration 12 fs

Repetition Rate 1 kHz

Pulse Energy 500µJ

Peak Power 42 GW

Pulse Stability 1 % (peak to peak) over 1 hour

CEP Jitter <100 mrad (72 hours)

Table 7.1: Long-wavelength, CEP-stable few-cycle laser source
parameters

7.1.2 Chapter 3 - Pulse Characterisation of Few-Cycle

Pulses using an Acousto-optic Programmable Dis-

persive Filter

Few-cycle laser pulses have enabled a plethora of ground breaking

experiments. The generation and characterisation of these pulses

has now become fairly routine in many laboratories.

In this experiment, hollow-core fibre pulse compression has been em-

ployed to spectrally broaden the output of a Ti:Sa amplifier, gener-

ating a spectrum broad enough to support a 7 fs laser pulse. Chirped

dielectric mirrors have then been used to compensate for the chirp of

the broadened hollow-core fibre spectrum, resulting in a sufficiently

short duration pulse.



Chapter 7. Conclusion and Outlook 121

The Dazzler AOPDF has also had a significant impact on the field

of ultrafast physics for its ability to behave as a programmable am-

plitude and phase filter, which has an ultra-simple in-line alignment.

Owing to the Dazzler’s ability to generate time delayed pulse repli-

cas, it can be used to replace the traditional Michelson’s interferom-

eter required for virtually all pulse characterisation techniques. The

only significant drawback of this system is that the Dazzler itself

is highly dispersive, and this dispersion places limits on the band-

width that can be pulse shaped into delayed replicas. The device

described in this chapter overcomes this drawback by introducing a

pre-compensation scheme to compensate for some of the second and

third order dispersion of the AOPDF crystal. The inclusion of an

FTSI phase comparison interferometer has resulted in a fully cali-

brated pulse characterisation device capable of accurately retrieving

the amplitude and phase of an ultra-broadband laser pulse with a

central wavelength around 800 nm and a bandwidth of more than

200 nm (measured foot to foot). A pulse duration of 9.4 fs has been

retrieved using the device, which is thus far the shortest pulse du-

ration ever retrieved with a pulse shaper based technique.

7.1.3 Chapter 4 - Three Dimensional Pulse Character-

isation of Ti:Sa Laser Pulses - The HAMSTER

Technique

The two most common pulse characterisation techniques: FROG

and SPIDER are usually performed either on a small spatially se-

lected part of the beam (the center) with the assumption that the

phase does not differ drastically across the beam. Alternatively the

whole beam is aligned into the device which then averages the phase

over the whole beam. In most cases these assumptions and averag-

ing are acceptable i.e. the output of a well aligned compressor in an
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amplifier. However when the need does arise to quantify a spatio-

temporal coupling such as a pulse front tilt these techniques fall

short of providing this information

A technique to obtain this information involves recording a) the spa-

tial phase of the whole beam in a device such as a Hartmann-Shack

wavefront sensor at quasi-monochromatic wavelengths covering the

spectrum of the broad band laser pulse and b) recording the spectral

phase of a single point in the beam with a conventional characterisa-

tion device such as FROG or SPIDER. The two data sets can then be

related to each other and the full three dimensional spatio-temporal

profile can be extracted.

Again, the versatility of the Dazzler has been exploited to record

both data sets. For a) the Dazzler is amplitude-programmed to

transmit only narrow quasi-monochromatic wavelength slices to a

Hartmann-Shack wavefront sensor. For b) the Dazzler is used as

described in the previous chapter summary.

By implementing this configuration we have built a full three di-

mensional pulse characterisation device called HAMSTER, with a

significantly more simple and robust optical setup compared to the

various handful of other devices capable of similar characterisation.

The device has then been used to characterise the output of our

Ti:Sa amplifier, which as expected displayed no significant spatio-

temporal coupling. As a verification of the accuracy of the device,

one of the most basic STCs - a pulse front tilt was imparted to the

pulses, where after the HAMSTER was able to reconstruct the pulse

front tilted pulse in full three dimensions.
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7.1.4 Chapter 5 - Water-Window High Harmonic Beam-

line for Soft X-ray Spectroscopy

The significance of the water window radiation range from 284 eV to

543 eV is described in the context of the importance of spectroscopic

interrogation of both biological samples and organic semiconductors.

The highest photon energies achievable through high harmonic gen-

eration are most significantly influenced by the carrier wavelength

of the driving laser field. Owing to this, most experiments that have

used HHG as the source of XUV or even X-ray photons have been

restricted to photons having less than 100 eV - a consequence of be-

ing driven directly by 800 nm Ti:Sa amplifiers. By driving the HHG

process with 1850 nm radiation we easily access the water window

range with usable photon flux.

The high flux (1.85±0.12 )×107 photons/s/1% bandwidth at 300

eV [80] of the soft-x-ray source is achieved through a carefully de-

signed and well implemented HHG beam line, in combination with

a macroscopic phase matching technique that mitigates the low har-

monic yield expected when driving the process with longer wave-

length radiation.

A spectroscopic technique (NEXAFS) which is very well known to

the synchrotron community is then for the first time implemented

using an HHG x-ray source. An organic molecule called polyimide

consisting predominantly of carbon, but also containing nitrogen,

hydrogen and oxygen is selected for investigation. The absorption

spectrum of the polyimide reveals the transitions to the various

orbitals of these atoms. The absorption data is recorded in only

10 minutes (5 minutes for sample and 5 minutes for background) re-

sulting in an excellent signal to noise ratio. Comparing the intrin-

sically broadband spectrum of HHG to the monochromatic spectra
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obtained in a synchrotron, there is a clear benefit. Despite the dras-

tic flux deficit of HHG the measurement requires no energy scanning

and is acquired in a single acquisition.

To improve the experimental setup and make use of the intrinsi-

cally tiny spot size of the x-ray focus a new x-ray spectrometer has

been designed to negate the energy wasting slit, which is normally

required to optimise spectral resolution.

7.1.5 Chapter 6 - Attosecond Streaking in the Water-

Window

The attosecond streaking technique is widely accepted as the stan-

dard characterisation method for ex-situ pulse characterisation in

the attosecond regime. The work done in this part of my PhD has

resulted in the first streaking measurement of an isolated attosecond

pulse in the water-window radiation range.

The high harmonic beamline is reconfigured to enable the pump/probe

scheme needed to perform an attosecond streaking technique. Ow-

ing to the high flux of our source, the soft x-rays possess sufficient

energy to ionise krypton gas in a second gas target (required in the

streaking technique). A streaking spectrogram is recorded and evi-

dences the isolated attosecond pulse structure of the pulse however

due to insufficient streaking field intensity coupled with an insuffi-

cient signal-to-noise ratio, FROGCRAB algorithm based reconstruc-

tion of the full phase and pulse duration of the pulse has not been

possible. Given the expected attochirp however we expect a max-

imum pulse duration of around 400 as with a spectral bandwidth

that supports pulses less than 20 as, which is below the atomic unit

of time.
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A future experiment is planned to address these issues.

7.2 Conclusion

The focus of this thesis can be divided into three main topics. Firstly

the redesign and rebuild of a state-of-the art laser system, secondly

the characterisation of the laser system and thirdly, the first applica-

tions of the laser system and characterisation of those applications.

The Ti:Sa laser system that we had purchased, albeit state-of-the

art, did not satisfy the stringent requirements to seed an OPA based

wavelength conversion scheme. Extensive modelling and redesign

and an eventual rebuild of this laser system resulted in significantly

improved laser parameters which proved to be what was needed in

order to drive the OPA. With the OPA working efficiently, stably

and consistently, additional components were cascaded to produce a

world-unique laser source. The output parameters of which are sub-

two-cycle (12 fs) laser pulses with a central wavelength of 1850 nm.

The laser pulses are CEP stabilised to the sub 100 mrad level and

the shot to shot stability is around the 1 percent level over extended

periods of time. This new system provided the key to the generation

of water-window high harmonics.

Two new pulse characterisation techniques for Ti:Sa laser pulses

were developed. The first technique pushed the limits of one of the

most simple-to-align optical setups to the regime of few cycle pulses

and resulted in the characterisation of the shortest pulse ever mea-

sured with this kind of device. The second technique addressed an

often overlooked aspect of 3D pulse characterisation, specifically the

spatio-temporal profile of ultra-short laser pulses. Through combi-

nation of the characterisation of the spectral phase and spatial phase
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of a laser pulse, the technique allows for the full four dimensional

(three spatial dimensions, one temporal dimension) characterisation

of an ultra-short laser pulse.

The long wavelength pulses were then used to generate ponderomo-

tively scaled high harmonics which extend to and span the entire

water-window range of radiation (284 eV to 543 eV). This radiation

was then used to perform the first ever high-harmonic based NEX-

AFS measurement in the water-window. The orbital transitions

corresponding to absorption of the radiation in polyimide were iden-

tified with outstanding resolution and signal to noise ratio.

Finally the de-facto measurement technique for isolated attosecond

pulses was for the first time extended beyond the 100 eV regime by

successfully performing a streaking measurement of 300 eV+ har-

monic continuum. Owing to the current limitations of the experi-

mental setup, an accurate reconstruction of the spectral phase has

not yet been possible, but improvements to the setup are underway

to enable access to this information.

7.3 Outlook

With the successful redesign and build up of the few-cycle, phase

stable, long wavelength laser source we have successfully demon-

strated two significant and ground breaking results: high resolution

water-window soft x-ray spectroscopy and isolated attosecond pulses

in the water window. The natural progression is to combine these

two results into an experimental tool capable of investigating the

temporal dynamics of interactions occurring in the water window

radiation range. The obvious class of experiments are the transient

absorption scheme, in which x-rays transmitted through a sample
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are resolved by a spectrometer. The sample is then perturbed by a

second laser pulse where the delay between the x-rays and the laser

pulse are scanned. Typically the changes in the absorption spec-

tra include changes in absolute absorption and the broadening or

narrowing of absorption peaks. The changes expected can be quite

small - sub percent level, however this is where the high resolution,

high stability and good signal-to-noise characteristics of the x-ray

source can be used to the fullest.
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Appendix

A.1 FEA Thermal Simulations

The FEA simulations are performed using COMSOL Multiphysics,

which has built in materials, however they do not take into account

the temperature dependence of the three components of the Ti:Sa

crystal assembly: copper, sapphire and indium. Tabulated data [81]

is imported into COMSOL to more accurately model the thermal

properties of our amplifiers.

The full simulation then takes into account the Ti:Sa crystal, the

indium buffering and the copper mounts. Boundary conditions are

applied at the cold finger side of the mount at 50 K. This tempera-

ture corresponds to the loaded temperature that is measured by a

thermocouple, permanently connected to the copper mount. A heat

load of 70 W is applied to a 500 µm diameter cylinder through the

crystal, approximating the heat transfer area from pump laser to the

crystal. Simulation convergence depends both on the complexity of

the model as well as the element size chosen. Typically satisfactory

129
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Figure A.1: Thermal conductivities of copper, indium and sap-
phire

results can be achieved in less than an hour, making it very quick

and easy to make and test changes.
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A.2 B-Integral Calculation

The B-integral for the system is calculated using equation (2.1),

based on the measured stretched pulse duration of 170 ps. For the

regen, pulse intensity per pass through material is calculated based

on calibrated photodiode measurements of the pulse still in the cav-

ity as well as the ejected pulse as seen in Fig. A.2, where the dot-

ted grey lines indicate successive round-trips in the cavity. The

dominant in-cavity sources are included: Ti:Sa crystal, Brewster

windows, Pockel’s cell and the thin film polariser. The B-integral

calculated for the regen is 1.51.

The booster amplifier, with only two passes, is easier to calculate as

Figure A.2: Photodiode based calibration, of the in-cavity and
ejected pulse power

the only transmissive optics are the Ti:Sa crystal and the Brewster

windows sealing the vacuum chamber. The B-integral calculated for

the booster is 0.91

The total B-integral for the system is 2.42
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A.3 Pockel’s Cell Alignment

Alignment of a Pockel’s cell is most conventionally achieved using

the “Maltese Cross” technique, which is described in many places

however I have not seen a published image of what a Maltese cross

in the context of a Pockel’s cell actually looks like. This appendix

section serves both as an alignment guide to readers as well as to my

knowledge, the first published photograph of a Pockel’s cell Maltese

cross. The Pockel’s cell is to be aligned with polarised light. The first

step is to locate the Pockel’s cell in the beam and roughly align it us-

ing the back reflection from the crystal. Next, place a reference such

as a mark on a beam block on the laser spot transmitted through the

crystal. Next the polarisation before the Pockel’s cell needs to be

rotated 90 degrees and a piece of semi-opaque Sellotape/Scotchtape

must be placed on the entrance aperture of the Pockel’s cell. Finally,

a polariser, such as a polarising beam splitting cube is placed after

the exit aperture of the Pockel’s cell. The Maltese cross will now be

Figure A.3: The photographs are taken by placing an infra-red
viewing camera in front of a smartphone camera.

visible on the earlier placed beam block (see Fig. A.3). Adjustment
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of the tip and tilt of the Pockel’s cell crystal can be used to ensure

that the central spot is where the earlier reference was taken and

that the cross is placed symmetrically about it.
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A.4 SHG FROG

The SHG FROG is used to measure the Ti:Sa pulses, the TOPAS

pulses as well as the HCF output pulses and hence has been built

with versatility in mind. An ultra-thin pellicle is used as the beam-

splitter and can be exchanged based on which the desired wavelength

measurement range is i.e. 800 nm or 1850 nm. owing to its sub-5µm

thickness it can be used for few-cycle pulse measurement as the

expected dispersion is negligible. The non-linear crystal can too

be exchanged, based on the phase matching requirements, however

typically a 50µm thick BBO crystal is used for >40 fs and a 10µm

thick BBO crystal is used for few-cycle pulse durations. The delay

stage and spectrometer interact with a MatLab interface (written

by a former post-doc) to record the FROG spectrograms.

Figure A.4: SHG FROG Schematic
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A.5 Dispersion calculation in TeO2

All calculations are performed in MatLab

The refractive indices of TeO2[82] are given by the Sellmeier equa-

tions:

n2o − 1 =
2.584λ2

λ2 − (0.1342)2
+

1.157λ2

λ2 − (0.2638)2

n2e − 1 =
2.823λ2

λ2 − (0.1342)2
+

1.542λ2

λ2 − (0.2631)2

For a 25 mm TeO2 crystal as used in the AOPDF, the second and

third order dispersion terms are calculated at 800 nm to be GDDo =

12425 fs2 and TODo = 8132 fs3. GDDe = 14585 fs2 and TODo =

9625 fs3
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A.6 Neon Group Velocity Dispersion

A.6.1 Neutral Neon

The temperature and pressure dependant refractive index of neon is

calculated using the atomic scattering factors f1 and f2 taken from

tabulated data [63]. The refractive index is then adjusted for the

temperature and pressure according to the following equation [78]:

n =

(
2
n20 − 1

n20 + 2

pT0
p0T

+ 1

)1/2(
1− n20 − 1

n20 + 2

pT0
p0T

+ 1

)−1/2
(A.1)

Where T0 is 273.15 K, p0 is 1 atm and n0 is the refractive index at

p0, T0.

To give an indication of the order of magnitude of GVD, Fig. A.5

shows the temperature independent GVD of neutral neon for a range

of photon energies covering the water-window range.

Figure A.5: Group velocity dispersion of neon at 1bar
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A.6.2 Ionised Neon

The refractive index of a plasma [83] is given by:

n =

√(
n2o −

ω2
p

ω2

)
(A.2)

Where n0 is the refractive index of neutral medium, ω is the angular

frequency of the harmonic radiation and ωp is the plasma frequency

given by:

ωp =

√(
Nee2

ε0me

)
(A.3)

Where Ne is the electron number density, e is the electron charge ,

ε0 is the permittivity of free space and me is the electron mass.

In the relevant frequency range: 2.3×1017rad s−1 to 6.1×1017rad s−1),

no ≈ 1 - derived from tabulated data [63]. At 300 eV, ω = 4.6 ×
1017rad s−1, whereas the plasma frequency for 1 bar of neon is

2.8 × 1014rad s−1. Given the 3 orders of magnitude difference, its

clear that at these frequencies, the refractive index of the plasma ≈1

and thus no significant GVD is expected from neon plasma. Figure

A.6 shows the plasma GVD for a range of photon energies of 50 eV

to 400 eV

Figure A.6: Group velocity dispersion of neon plasma
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A.7 Simulated Streaking Traces - Bandwidth

Scan

The streaking trace bandwidth scan is performed by generating a

streaking trace in Matlab and varying the bandwidth and phase of

the attosecond pulse. Two different retrieval algorithms FROGCRAB

and LSGPA are then used to try to reconstruct the attosecond

pulse. The theoretically generated streak traces along with the re-

constructed streak traces for both algorithms are shown in Fig. A.7.

Figure A.8 corresponds to a streaking trace generated by a streaking

field intensity that is one order of magnitude lower. Both algorithms

Figure A.7: Retrieval of simulated streaking traces, streaked
with 1×1012W/cm2 intensity
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Figure A.8: Retrieval of simulated streaking trace, streaked
with 1×1011W/cm2 intensity

successfully reconstruct the theoretical pulse, with varying degrees of

accuracy while the streaking field intensity is kept at 1×1012W/cm2.

Once the intensity is dropped an order of magnitude, neither algo-

rithm can reconstruct the pulse, despite the relatively good visible

match between the theoretical traces and both the reconstructed

traces. Plots are annotated with the bandwidth (left plot), phase

and pulse duration (all plots).
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