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ACRÓNIMOS.

BATNEEC   Best Available Techniques not Entailing Excessive Cost
BCRE   British Coal Research Establishment
BFB   Bubbling Fluidized  Bed
BTX   Benzene, Toluene, Xilene
CdP   Conferencia de las Partes
CECA   Comunidad Europea del Carbón y el Acero (ECSC)
CFB   Circulating Fluidized Bed
CFBC   Circulating Fluidized Bed Combustion
CG   Gas Cromatography
CIEMAT   Centro de Investigaciones Energéticas Medioambientales y Tecnológicas.
CRE   Coal Research Establishment
CSTR   Complete Stirred Tank Reactor (Reactor de mezcla perfecta)
DEA   Dietanol Amina
ECSC   European Community for Steel and Coal
EPA Environmental Protection Agency
FI   Flow Indicator (Indicador de caudal)
FORTRAN   Formula Translation
FPD   Flame Photometric Detector (Detector fotométrico de llama, cromatografía)
GCM   General Circulation Model
GNL   Gas Natural Licuado (LNG  Liquid Natural Gas)
HFC    Hidrofluorocarbonos
HTW   High Temperature Winkler
ID   Internal Diameter
IGCC   Integrated Gasification Combined Cicle (Gasificación integrada en ciclo combinado)
IPCC   International Panel on Climate Change
KBW   Koppers Babcock Wilcox
LMTD   Media logarítmica de temperaturas
MB   Moving Bed
MDEA   Metil Dietil Amina
MEA   Monoetanol Amina
MFI   Mass Flow Indicator (Indicador de caudal másico)
MND   Modelo de núcleo decreciente (SCM   Shrinking Core Model)
MTEC   Millones de Toneladas Equivalentes de Carbón
OCDE   Organización para la Cooperación y el Desarrollo Económico
OD   Outer Diameter
PC Pressure Controller
PCC   Pressurized Coal Combustion
PCC+FGD   Pressurized Coal Combustion plus Flue Gas Desulfurisation
PFBC   Pressurized Fluidized Bed Combustion
PFC   Perfluorocarbonos
PI   Pressure Indicator
PID   Proportional Integral Derivative
RTI   Research Triangle Institute
SNG   Synthetic Natural Gas
TC   Temperature Controller
TCD   Thermic Conductivity Detector (cromatografía)
TFB   Turbulent Fluidized Bed
TGA   Thermogravimetric Analysis
TI   Temperature Indicator
UE   Unión Europea
UNEP   United Nations Environmental Program
UPC   Universidad Politécnica de Cataluña
VOC   Volatile Organic Compounds
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